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PT Bima Terang Nusantara selalu mendukung kema-
juan zaman, berkreasi produk berkualitas tinggi dengan 
jangkauan luas dari perumahan hingga non-residensial. 
PT Bima Terang Nusantara  memperkenalkan solu-
si dengan teknologi dan pengetahuan untuk referensi 
pekerjaan desain pencahayaan yang berguna.
 
Memberikan kebahagiaan kepada pelanggan adalah 
salah satu nilai-nilai inti dari PT Bima Terang Nusantara. 
Bersama untuk menciptakan kehidupan yang lebih baik.

PT BIMA TERANG NUSANTARA
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PT BIMA TERANG NUSANTARA

Dengan bangga memperkenalkan berbagai perlengka-
pan pencahayaan sebagai solusi untuk m emenuhi 
masyarakat saat i ni k ebutuhan d i berbagai daerah 
mulai dari perkotaan desain infrastruktur, hingga 
ruang kerja inovasi bersama dengan ritel dan fasilitas 
pabrik.
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Job References

Property Information
Completion : Oktober 2020
Lighting : LED Flood Light RGBW,
 LED Pixel Light

TENGGARONG BRIDGE
KUTAI KARTANEGARA, KALIMANTAN
- INDONESIA -

Decorative lighting for city beautification

Dynamic Lighting in an iconic city building by using many light colors that change as desired, 
can add aesthetic value to a more beautiful urban planing concept.

Beauty & Dynamic Lighting.
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Installation

Before installation

Property Information
Location : View from street
Completion : Oktober 2020
Lighting : LED Flood Light RGBW

Project References

References
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G20 PROJECT
BALI
- INDONESIA -

Project References

Property Information
Location : Monumen KTT G20 Bali
Completion : November 2022
Lighting :  LED Flood Light , LED Strip Light

Property Information
Location : Mangrove Area 'Taman Hutan Raya' Ngurah Rai
Completion : November 2022
Lighting :  LED Step Light, LED Mounting Inground

References
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Project References

Property Information
Location : Mangrove Area 'Taman Hutan Raya' Ngurah Rai
Completion : November 2022
Lighting :  LED Solar Street Light

Property Information
Location : Mangrove Area 'Taman Hutan Raya' Ngurah Rai
Completion : November 2022
Lighting :  LED Mounting Inground

References
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Property Information
Completion : November 2019
Lighting :  LED Flood Light RGBW,
 LED Pixel RGB
 LED Water Fountain,
 LED Bolard

TUGU LONTAR, Gresik City - Indonesia

Property Information
Completion : Mei 2019
Lighting : LED Flood Light Standard
 LED Flood Light RGBW,
  LED Wallwasher

MASJID AGUNG, Magetan - Indonesia

Property Information
Completion : December 2019
Lighting :  LED Flood Light RGBW,
 LED Flood Light Mono Color

Islamic Center Tower, Lampung

Project References

References
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Property Information
Completion : November 2019
Lighting : LED Wallwasher RGBW,
 LED Flood Light RGBW,
 LED Under Water

TAMAN PUSAT PEMERINTAH BADUNG, Bali - Indonesia

TUGU OBOR - ORO ORO OMBO, Madiun City - Indonesia

Property Information
Completion : March 2019 
Lighting : LED Decorative, Floodlight & Pixle Light RGBW Color

MENARA MASJID PONDOK GONTOR, Ponorogo - Indonesia

Property Information
Completion : Mei 2019 
Lighting : LED Decorative, Floodlight RGBW Color

Project References

References
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Project References

PAKAYA TOWER
LIMBOTO, GORONTALO
- INDONESIA -

Property Information
Completion : November 2018
Lighting : LED Wallwasher RGBW 
 LED Flood Light RGBW 
 LED Pixel RGBW

References
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Project References

PAKAYA TOWER
LIMBOTO, GORONTALO
- INDONESIA -

Property Information
Completion : November 2018
Lighting : LED Wallwasher RGBW 
 LED Flood Light RGBW 
 LED Pixel RGBW

References
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Project References

BENTENG
FOOTBALL STADIUM
- INDONESIA -

Application of stadium lighting

Property Information
Completion : November 2022
Location : Indonesia / Tangerang
Lighting : LED Flood Light G-Type (DMX)

This stadium uses floodlight lamps from Panasonic with DMX (Digital Multiplex) system 
control technology, creating a professional level lighting event at a stadium performance.

Intelligent Lighting Fixtures.

References
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Property Information
Completion : January 2018
Location : Indonesia / Jakarta
Owner : Kementrian Serikat Negara RI
Lighting : Flood Light (High Lumen Salt Resistance)

Project References
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GELORA BUNG TOMO
FOOTBALL STADIUM
- INDONESIA -

Application of stadium lighting

Bright, safe and glareless

Project References

References
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JAKARTA INTERNATIONAL STADIUM
(JIS)
- INDONESIA -

Application of stadium lighting

Lighting in the stadium built with high-pressure cast aluminum electric box, stainless steel or chrome-plated fittings, making 
installation flexible and convenient. It can create a bright, long-lasting and innovative lighting environment, also can create a 
certain impression and effect in a stadium performance event according to needs. This stadium uses a floodlight type from 
Panasonic with a DMX (Digital Multiplex) control system. This technology is used as a standard communication protocol to 
remotely control intelligent lighting fixtures.

High-Quality Light Source.

Property Information
Completion : Febuary 2022
Location : Indonesia / Jakarta
Lighting : LED Flood Light G-Type

Project References

References
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KAPTEN I WAYAN DIPTA
FOOTBALL STADIUM
- INDONESIA -

Application of stadium lighting

Property Information
Completion : July 2021
Location : Indonesia / Gianyar-Bali (Bali United)
Lighting : LED Flood Light G-Type (DMX)

Lighting in the stadium is not only about lighting, but can also create a certain impression and effect in a stadium 
performance event according to needs. This stadium uses a floodlight type from Panasonic with a DMX (Digital Multiplex) 
control system. This used as a communication protocol standard to remotely control intelligent lighting fixtures.

Intelligent Lighting Fixtures.

Project References
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LIPPO MALL PURI
ST. MORITZ, JAKARTA
- INDONESIA -

Application of indoor lighting

Energy saving  and easy maintenance design for a high grade shopping mall
Low glare LED Downlights and LED Strip Lights are utilitized for indirect lighting and energy savings that require minimal maintenance for 
one of the biggest shopping malls in jakarta. 

The minimalist design of the lamp and good lighting can blend with the design of a Japanese-style restaurant.
The LED lighting design utilizes the surrounding area to create a welcoming and comfortable atmosphere for both waiters and 
customers at this Gyudon restaurant.

Property Information
Location : Indonesia / Jakarta
Owner : PT Lippo Karawaci Tbk.
Lighting design : LITAC

Property Information
Location : Indonesia / Jakarta
                  SUKIYA Lippo Mall Puri, St. Moriz

Project References
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System Light

Glareless Series

Downlight I Series

Downlight Waterproof

Downlight J Series

Adjustable Downlight

TOLSO Series
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Specification

Ambient Temperature : -20°C until 40°C
Power Factor : 0.9

Body : Aluminum Die Casting
Diffuse : Polycarbonate
Driver : Integrated

Dimension Application

Downlight System Light

30.000h

LIFE
TIME IP20

NNP24922031
18W • 1150lm • 63.9lm/W
AC 220-242V • 50/60Hz

4000K

NNP24912031
18W • 1150lm • 63.9lm/W
AC 220-242V • 50/60Hz

3000K

CRI 90

CRI 90

24°

NNP22922031
12W • 790lm • 65.8lm/W
AC 220-242V • 50/60Hz

4000K

NNP22912031
12W • 790lm • 65.8lm/W
AC 220-242V • 50/60Hz

3000K

CRI 90

CRI 90

24°

NNP24942031
36W • 2300lm • 63.9lm/W
AC 220-242V • 50/60Hz

4000K

NNP24932031
36W • 2300lm • 63.9lm/W
AC 220-242V • 50/60Hz

3000K

CRI 90

CRI 90

24°

NNP22942031
24W • 1580m • 65.8lm/W
AC 220-242V • 50/60Hz

4000K

NNP22932031
24W • 1580lm • 65.8lm/W
AC 220-242V • 50/60Hz

3000K

CRI 90

CRI 90

24°

System Light 1 Lamp System Light 2 Lamps

Downlight

Downlight    System Light

Downlight
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Downlight System Light TOLSO Series 

40.000h

LIFE
TIME IP20

Downlight

Specification

Ambient Temperature : -20°C until 40°C
Power Factor : 0.85

Body : Aluminum Die Casting
Diffuse : Polycarbonate
Driver : Integrated
Dimming : PWM Dim

Multiple lamps are put together in a 
box to create a clean ceiling surface. 
The compact size and reduced glare 
suppress the presense of equipment 
and produce a calm space.
Directly combined with lamps. In 
combination with various lamps, it is 
possible to produce freely according 
to the space and scene

Dimension
2 Lamps 3 Lamps

Application

System Light 2 Lamp

XNTS52461DLJ9031
37.8W • 3110lm • 82.3lm/W
AC 100-242V • 50/60Hz

4000K

XNTS52462DLJ9031
37.8W • 3060lm • 80.9lm/W
AC 100-242V • 50/60Hz

3500K

XNTS52463DLJ9031
37.8W • 2980lm • 78.8lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out 125 x 240
Dimmable 14°

XNTS52481DLJ9031
37.8W • 3380lm • 89.4lm/W
AC 100-242V • 50/60Hz

4000K

XNTS52482DLJ9031
37.8W • 3320lm • 87.8lm/W
AC 100-242V • 50/60Hz

3500K

XNTS52483DLJ9031
37.8W • 3240lm • 85.7lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out 125 x 240
Dimmable 35°

XNTS51411DLJ9031
30.8W • 2290lm • 74.4lm/W
AC 100-242V • 50/60Hz

4000K

XNTS51412DLJ9031
30.8W • 2240lm • 72.7lm/W
AC 100-242V • 50/60Hz

3500K

XNTS51413DLJ9031
30.8W • 2170lm • 70.5lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out 125 x 240
Dimmable 12°

XNTS51431DLJ9031
30.8W • 2250lm • 73.1lm/W
AC 100-242V • 50/60Hz

4000K

XNTS51432DLJ9031
30.8W • 2210lm • 71.8lm/W
AC 100-242V • 50/60Hz

3500K

XNTS51433DLJ9031
30.8W • 2130lm • 69.2lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out 125 x 240
Dimmable 32°

System Light 3 Lamp

XNTS52461TLJ9031
56.7W • 4665lm • 82.3lm/W
AC 100-242V • 50/60Hz

4000K

XNTS52462TLJ9031
56.7W • 4590lm • 80.9lm/W
AC 100-242V • 50/60Hz

3500K

XNTS52463TLJ9031
56.7W • 4470lm • 78.8lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out 125 x 375
Dimmable 14°

XNTS52481TLJ9031
56.7W • 5070lm • 89.4lm/W
AC 100-242V • 50/60Hz

4000K

XNTS52482TLJ9031
56.7W • 4980lm • 87.8lm/W
AC 100-242V • 50/60Hz

3500K

XNTS52483TLJ9031
56.7W • 4860lm • 85.7lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out 125 x 375
Dimmable 35°

XNTS51411TLJ9031
46.2W • 3435lm • 74.4lm/W
AC 100-242V • 50/60Hz

4000K

XNTS51412TLJ9031
46.2W • 3360lm • 72.7lm/W
AC 100-242V • 50/60Hz

3500K

XNTS51413TLJ9031
46.2W • 3255lm • 70.5lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out 125 x 375
Dimmable 12°

XNTS51431TLJ9031
46.2W • 3375lm • 73.1lm/W
AC 100-242V • 50/60Hz

4000K

XNTS51432TLJ9031
46.2W • 3315lm • 71.8lm/W
AC 100-242V • 50/60Hz

3500K

XNTS51433TLJ9031
46.2W • 3195lm • 69.2lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out 125 x 375
Dimmable 32°

45°

16
2

121

263

139

45°

16
2

121

388

139121

2 Lamps 3 Lamps

Downlight

Downlight    System Light TOLSO Series
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Application

Dimension

Specification

Ambient Temperature : -20°C until 40°C
Power Factor : 0.9

Body : Painted Aluminum Die-cast
Diffuse : Polycarbonate
Driver : Included
Dimming : Phase Cut Dim

LED Glareless optical design 
provides smooth and beautiful 
light distribution angles.
A thin reflector frame that 
sticks to the thickness of the 
ceiling surface will look 
beautiful from the bottom.

Ø82

97
.5

Ø82

95
.5 24

Ø82

10
4 24

103

38 

103

38 

24

103

38 

Downlight Glareless Series

40.000h

LIFE
TIME IP20

FIXED GLARELESS TYPE

NNP73292K031
9W • 600lm • 66.67lm/W
AC 220-240V • 50/60Hz

4000K

NNP73291K031
9W • 600lm • 66.67lm/W
AC 220-240V • 50/60Hz

3000K

CRI 90

CRI 90

Cut Out Ø75
Glare Cut 90º 15°

NNP73294K031
9W • 600lm • 66.67lm/W
AC 220-240V • 50/60Hz

4000K

NNP73293K031
9W • 600lm • 66.67lm/W
AC 220-240V • 50/60Hz

3000K

NNP73290K031
9W • 600lm • 66.67lm/W
AC 220-240V • 50/60Hz

2700K

CRI 90

CRI 90

CRI 90

Cut Out Ø75
Glare Cut 90º 24°

FIXED PINHOLE TYPE

NNP73296K031
9W • 380lm • 42.23lm/W
AC 220-240V • 50/60Hz

4000K

NNP73295K031
9W • 380lm • 42.23lm/W
AC 220-240V • 50/60Hz

3000K

CRI 90

CRI 90

Cut Out Ø75
Glare Cut 90º 15°

NNP73298K031
9W • 380lm • 42.23lm/W
AC 220-240V • 50/60Hz

4000K

NNP73297K031
9W • 380lm • 42.23lm/W
AC 220-240V • 50/60Hz

3000K

CRI 90

CRI 90

Cut Out Ø75
Glare Cut 90º 24°

ADJUSTABLE GLARELESS TYPE

NNP23292K031
9W • 490lm • 54.45lm/W
AC 220-240V • 50/60Hz

4000K

NNP23291K031
9W • 490lm • 54.45lm/W
AC 220-240V • 50/60Hz

3000K

CRI 90

CRI 90

Cut Out Ø75
Glare Cut 90º 15°

NNP23290K031
9W • 490lm • 54.45lm/W
AC 220-240V • 50/60Hz

2700K
CRI 90

NNP23294K031
9W • 490lm • 54.45lm/W
AC 220-240V • 50/60Hz

4000K

NNP23293K031
9W • 490lm • 54.45lm/W
AC 220-240V • 50/60Hz

3000K

CRI 90

CRI 90

Cut Out Ø75
Glare Cut 90º 24°

Downlight

Downlight

Downlight    Glareless Series
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Downlight I Series

Dimension

Specification

Ambient Temperature : 5°C until 35°C
Power Factor : 0.9

Silver Specular Finish
Body : Aluminum Die Cast
Reflector : Anodized Aluminium Specular
Frame : Painted Cool White

Cool White Finish
Body : Aluminum Die Cast
Reflector : Painted Aluminium Die Cast Cool White
Frame : Painted Cool White

NNP72245031
10,5W • 1045lm • 99,5lm/W
AC 220-240V • 50/60Hz

5000K

NNP72234031
10,5W • 1035lm • 98,6lm/W
AC 220-240V • 50/60Hz

4000K

NNP72235031
10,5W • 1010lm • 96,2lm/W
AC 220-240V • 50/60Hz

3500K

NNP72236031
10,5W • 985lm • 93,8lm/W
AC 220-240V • 50/60Hz

3000K

CRI 80

CRI 80

CRI 80

CRI 80

40°
Cut Out Ø100
Glare Cut 15° 85°

NNP72237031
10,5W • 1060lm • 101lm/W
AC 220-240V • 50/60Hz

5000K

NNP72238031
10,5W • 1055lm • 100,5lm/W
AC 220-240V • 50/60Hz

4000K

NNP72239031
10,5W • 1030lm • 98,1lm/W
AC 220-240V • 50/60Hz

3500K

NNP72240031
10,5W • 1000lm • 95,2lm/W
AC 220-240V • 50/60Hz

3000K

Cut Out Ø100
Glare Cut 15°

CRI 80

CRI 80

CRI 80

CRI 80

45°

NNP72430031
10,5W • 1070lm • 101,9lm/W
AC 220-240V • 50/60Hz

5000K

NNP72431031
10,5W • 1060lm • 101lm/W
AC 220-240V • 50/60Hz

4000K

NNP72432031
10,5W • 1040lm • 99lm/W
AC 220-240V • 50/60Hz

3500K

NNP72442031
10,5W • 1010lm • 96,2lm/W
AC 220-240V • 50/60Hz

3000K

Cut Out Ø150
Glare Cut 15°

CRI 80

CRI 80

CRI 80

CRI 80

95°

NNP72434031
10,5W • 1050lm • 100lm/W
AC 220-240V • 50/60Hz

5000K

NNP72435031
10,5W • 1040lm • 99lm/W
AC 220-240V • 50/60Hz

4000K

NNP72436031
10,5W • 1015lm • 96,7lm/W
AC 220-240V • 50/60Hz

3500K

NNP72437031
10,5W • 985lm • 93,8lm/W
AC 220-240V • 50/60Hz

3000K

Cut Out Ø150
Glare Cut 15°

CRI 80

CRI 80

CRI 80

CRI 80

40.000h

LIFE
TIME IP20

10,5W TYPE

Downlight

Downlight

Downlight      I Series
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Downlight I Series

NNP73226031
15W • 1565lm • 104.3lm/W
AC 220-240V • 50/60Hz

5000K

NNP73227031
15W • 1550lm • 103.3lm/W
AC 220-240V • 50/60Hz

4000K

NNP73228031
15W • 1525lm • 101.6lm/W
AC 220-240V • 50/60Hz

3500K

NNP73229031
15W • 1415lm • 94.3lm/W
AC 220-240V • 50/60Hz

3000K

CRI 80

CRI 80

CRI 80

CRI 80

50°
Cut Out Ø100
Glare Cut 15° 85°

NNP73230031
15W • 1570lm • 104.6lm/W
AC 220-240V • 50/60Hz

5000K

NNP73231031
15W • 1559lm • 103.9lm/W
AC 220-240V • 50/60Hz

4000K

NNP73232031
15W • 1530lm • 102lm/W
AC 220-240V • 50/60Hz

3500K

NNP73238031
15W • 1475lm • 98.3lm/W
AC 220-240V • 50/60Hz

3000K

Cut Out Ø100
Glare Cut 15°

CRI 80

CRI 80

CRI 80

CRI 80

55°

NNP73425031
15W • 1645lm • 109.7lm/W
AC 220-240V • 50/60Hz

5000K

NNP73426031
15W • 1630lm • 108.7lm/W
AC 220-240V • 50/60Hz

4000K

NNP73427031
15W • 1600lm • 106.7lm/W
AC 220-240V • 50/60Hz

3500K

NNP73428031
15W • 1540lm • 102.7lm/W
AC 220-240V • 50/60Hz

3000K

Cut Out Ø150
Glare Cut 15°

CRI 80

CRI 80

CRI 80

CRI 80

95°

NNP73429031
15W • 1585lm • 105.7lm/W
AC 220-240V • 50/60Hz

5000K

NNP73442031
15W • 1570lm • 104.7lm/W
AC 220-240V • 50/60Hz

4000K

NNP73438031
15W • 1540lm • 102.7lm/W
AC 220-240V • 50/60Hz

3500K

NNP73439031
15W • 1485lm • 99lm/W
AC 220-240V • 50/60Hz

3000K

Cut Out Ø150
Glare Cut 15°

CRI 80

CRI 80

CRI 80

CRI 80

15W TYPE

NNP74225031
20,5W • 2085lm • 101.7lm/W
AC 220-240V • 50/60Hz

5000K

NNP74226031
20,5W • 2060lm • 100.5lm/W
AC 220-240V • 50/60Hz

4000K

NNP74227031
20,5W • 2020lm • 98.5lm/W
AC 220-240V • 50/60Hz

3500K

NNP74228031
20,5W • 1965lm • 95.8lm/W
AC 220-240V • 50/60Hz

3000K

CRI 80

CRI 80

CRI 80

CRI 80

50°
Cut Out Ø100
Glare Cut 15° 85°

NNP74229031
20,5W • 2085lm • 101.7lm/W
AC 220-240V • 50/60Hz

5000K

NNP74230031
20,5W • 2060lm • 100.5lm/W
AC 220-240V • 50/60Hz

4000K

NNP74231031
20,5W • 2020lm • 98.5m/W
AC 220-240V • 50/60Hz

3500K

NNP74232031
20,5W • 1965lm • 95.8lm/W
AC 220-240V • 50/60Hz

3000K

Cut Out Ø100
Glare Cut 15°

CRI 80

CRI 80

CRI 80

CRI 80

55°

NNP74426031
20,5W • 2195lm • 107.1lm/W
AC 220-240V • 50/60Hz

5000K

NNP74427031
20,5W • 2170lm • 105.8lm/W
AC 220-240V • 50/60Hz

4000K

NNP74428031
20,5W • 2125lm • 103.6lm/W
AC 220-240V • 50/60Hz

3500K

NNP74429031
20,5W • 2060lm • 100.5lm/W
AC 220-240V • 50/60Hz

3000K

Cut Out Ø150
Glare Cut 15°

CRI 80

CRI 80

CRI 80

CRI 80

95°

NNP74430031
20,5W • 2110lm • 102.9lm/W
AC 220-240V • 50/60Hz

5000K

NNP74431031
20,5W • 2085lm • 101.7lm/W
AC 220-240V • 50/60Hz

4000K

NNP74432031
20,5W • 2045lm • 99.7lm/W
AC 220-240V • 50/60Hz

3500K

NNP74433031
20,5W • 1985lm • 96.8lm/W
AC 220-240V • 50/60Hz

3000K

Cut Out Ø150
Glare Cut 15°

CRI 80

CRI 80

CRI 80

CRI 80

20,5W TYPE

40.000h

LIFE
TIME IP20

Downlight

Downlight

Downlight      I Series
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Dimension

Application

can be installed on the ceiling
with a thickness of 5-25mm Ø 175

8842
45

200

can be installed on the ceiling
with a thickness of 5-25mm 

Ø 175

13
2

42
65

220

can be installed on the ceiling
with a thickness of 5-25mm Ø 175

14
2

42
65

220

can be installed on the ceiling
with a thickness of 5-25mm Ø 220

7642
45

200

11
013

0

can be installed on the ceiling
with a thickness of 5-25mm 

220

7642
65

Ø 220

15
4

can be installed on the ceiling
with a thickness of 5-25mm 

220

7642
65

Ø 220

16
4

Ø200

Downlight J Series

60.000h

LIFE
TIME IP20

J-Series 29.1W Type

J-Series 39.4W Type

J-Series 56.6W Type

J-Series 29.1W Type

J-Series 39.4W Type

J-Series 56.6W Type

Downlight

Downlight

Downlight      J Series
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• Compared with conventional HID appliances, energy saving is 
approximately 65%.

• Maintenance-free long life 60.000 hours with no need for auto 
lifter, reducing maintenance.

• Instantaneous lighting and re-lighting are possible.
• Dimming fuction installed adjustable brightness to the 

required level for further energy savings.
• Excellent color reprocibility high color rendering performance 

with an average color rendering index of Ra85.
• Abundant line-up appropriate lighting is possible according to 

the location and purpose of use.

Specification

Ambient Temperature : 5°C until 35°C
Power Factor : 0.9

Body : Aluminum Die Casting
Diffuse : Polycarbonate
Driver : Integrated
Dimming : PWM Dim

We recommend that the existing HID 
downlights used for many years be 
renewed to LED downlights!

HID      LED

HID Downlight LED Downlight

Downlight J Series

60.000h

LIFE
TIME IP20

Downlight

XND3568SNLZ9031
29.1W • 3990lm • 137.1lm/W
AC 100-242V • 50/60Hz

5000K

XND3568SWLZ9031
29.1W • 3955lm • 135.9lm/W
AC 100-242V • 50/60Hz

4000K

XND3568SVLZ9031
29.1W • 3925lm • 134.9lm/W
AC 100-242V • 50/60Hz

3500K

XND3568SLLZ9031
29.1W • 3755lm • 129lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

CRI 85

50°
Cut Out Ø150

45°

XND3588SNLZ9031
29.1W • 3985lm • 136.9lm/W
AC 100-242V • 50/60Hz

5000K

XND3588SWLZ9031
29.1W • 3950lm • 135.7lm/W
AC 100-242V • 50/60Hz

4000K

XND3588SVLZ9031
29.1W • 3920lm • 134.7lm/W
AC 100-242V • 50/60Hz

3500K

XND3588SLLZ9031
29.1W • 3750lm • 129.9lm/W
AC 100-242V • 50/60Hz

3000K

Cut Out Ø200

CRI 85

CRI 85

CRI 85

CRI 85

29.1W TYPE

XND5568SNLJ9031
39.4W • 5690lm • 144.4lm/W
AC 100-242V • 50/60Hz

5000K

XND5568SWLJ9031
39.4W • 5640lm • 143.1lm/W
AC 100-242V • 50/60Hz

4000K

XND5568SVLJ9031
39.4W • 5595lm • 142lm/W
AC 100-242V • 50/60Hz

3500K

XND5568SLLJ9031
39.4W • 5350lm • 135.8lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

CRI 85

50°
Cut Out Ø150

45°

XND5588SNLJ9031
39.4W • 5665lm • 143.8lm/W
AC 100-242V • 50/60Hz

5000K

XND5588SWLJ9031
39.4W • 5620lm • 142.6lm/W
AC 100-242V • 50/60Hz

4000K

XND5588SVLJ9031
39.4W • 5575lm • 141.5lm/W
AC 100-242V • 50/60Hz

3500K

XND5588SLLJ9031
39.4W • 5330lm • 135.3lm/W
AC 100-242V • 50/60Hz

3000K

Cut Out Ø200

CRI 85

CRI 85

CRI 85

CRI 85

39.4W TYPE

XND7568SNLJ9031
56.6W • 7940lm • 140.3lm/W
AC 100-242V • 50/60Hz

5000K

XND7568SWLJ9031
56.6W • 7875lm • 139.1lm/W
AC 100-242V • 50/60Hz

4000K

XND7568SVLJ9031
56.6W • 7815lm • 138.1lm/W
AC 100-242V • 50/60Hz

3500K

XND7568SLLJ9031
56.6W • 7470lm • 132lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

CRI 85

50°
Cut Out Ø150

45°

XND7588SNLJ9031
56.6W • 7820lm • 138.2lm/W
AC 100-242V • 50/60Hz

5000K

XND7588SWLJ9031
56.6W • 7755lm • 137lm/W
AC 100-242V • 50/60Hz

4000K

XND7588SVLJ9031
56.6W • 7695lm • 136lm/W
AC 100-242V • 50/60Hz

3500K

XND7588SLLJ9031
56.6W • 7355lm • 129.9lm/W
AC 100-242V • 50/60Hz

3000K

Cut Out Ø200

CRI 85

CRI 85

CRI 85

CRI 85

56.6W TYPE

Downlight

Downlight      J Series
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Dimension Application

Lights are embedded in the roof, giving a 
concise impression. This lamp is also flexible 
because the lighting can be directed to several 
angles.

LED fixture with light distribution adjustment 
fuction. 

Specification

Ambient Temperature : 5°C until 35°C
Power Factor : 0.9

Body : Aluminum Die Casting
Diffuse : Polycarbonate
Driver : Integrated
Dimming : PWM Dim

68
355º

97 93
20

Ø110

45º

Beam
13º

Beam
17º

Beam
24º

Beam
32º Beam

14º
Beam

17º
Beam

21º
Beam

34º

106
355º

15
1

14
5

27

Ø137
45º

Cut out Ø100 Cut out Ø125

White Color Black Color

Adjustable Downlight TOLSO Series

40.000h

LIFE
TIME IP20

Downlight

Downlight

Downlight      I Series
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Adjustable Downlight TOLSO Series

40.000h

LIFE
TIME IP20

XNTS62001W201031
15.4W • 1205lm • 78.2lm/W
AC 100-242V • 50/60Hz

4000K

XNTS62002W201031
15.4W • 1190lm • 77.3lm/W
AC 100-242V • 50/60Hz

3500K

XNTS62003W201031
15.4W • 1155lm • 75lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out Ø100
White Color 13° - 32°

15.4W TYPE

XNTS62006W201031
15.4W • 970lm • 63lm/W
AC 100-242V • 50/60Hz

4000K

XNTS62007W201031
15.4W • 950lm • 61.7lm/W
AC 100-242V • 50/60Hz

3500K

XNTS62008W201031
15.4W • 920lm • 59.7lm/W
AC 100-242V • 50/60Hz

3000K

CRI 95

CRI 95

CRI 95

Cut Out Ø100
White Color 13° - 32°

XNTS62001B201031
15.4W • 1205lm • 78.2lm/W
AC 100-242V • 50/60Hz

4000K

XNTS62002B201031
15.4W • 1190lm • 77.3lm/W
AC 100-242V • 50/60Hz

3500K

XNTS62003B201031
15.4W • 1155lm • 75lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out Ø100
Black Color 13° - 32°

XNTS62001W101031
7.2W • 650lm • 90.3lm/W
AC 100-242V • 50/60Hz

4000K

XNTS62002W101031
7.2W • 645lm • 89.6lm/W
AC 100-242V • 50/60Hz

3500K

XNTS62003W101031
7.2W • 625lm • 86.8lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out Ø100
White Color 13° - 32°

7.2W TYPE

XNTS62006W101031
7.2W • 525lm • 72.9lm/W
AC 100-242V • 50/60Hz

4000K

XNTS62007W101031
7.2W • 515lm • 71.5lm/W
AC 100-242V • 50/60Hz

3500K

XNTS62008W101031
7.2W • 495lm • 68.8lm/W
AC 100-242V • 50/60Hz

3000K

CRI 95

CRI 95

CRI 95

Cut Out Ø100
White Color 13° - 32°

XNTS62001B101031
7.2W • 650lm • 90.3lm/W
AC 100-242V • 50/60Hz

4000K

XNTS62002B101031
7.2W • 645lm • 89.6lm/W
AC 100-242V • 50/60Hz

3500K

XNTS62003B101031
7.2W • 625lm • 86.8lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out Ø100
Black Color 13° - 32°

XNTS62001W151031
12W • 1020lm • 85lm/W
AC 100-242V • 50/60Hz

4000K

XNTS62002W151031
12W • 1010lm • 84.2lm/W
AC 100-242V • 50/60Hz

3500K

XNTS62003W151031
12W • 975lm • 81.3lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out Ø100
White Color 13° - 32°

12W TYPE

XNTS62006W151031
12W • 820lm • 68.3lm/W
AC 100-242V • 50/60Hz

4000K

XNTS62007W151031
12W • 805lm • 67.1lm/W
AC 100-242V • 50/60Hz

3500K

XNTS62008W151031
12W • 775lm • 64.6lm/W
AC 100-242V • 50/60Hz

3000K

CRI 95

CRI 95

CRI 95

Cut Out Ø100
White Color 13° - 32°

XNTS62001B151031
12W • 1020lm • 85lm/W
AC 100-242V • 50/60Hz

4000K

XNTS62002B151031
12W • 1010lm • 84.2lm/W
AC 100-242V • 50/60Hz

3500K

XNTS62003B151031
12W • 975lm • 81.3lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out Ø100
Black Color 13° - 32°

XNTS62511W200031
18.9W • 1455lm • 76.98lm/W
AC 100-242V • 50/60Hz

4000K

XNTS62512W200031
18.9W • 1445lm • 76.46lm/W
AC 100-242V • 50/60Hz

3500K

XNTS62513W200031
18.9W • 1400lm • 74.07lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out Ø125
White Color 13° - 32°

18.9W TYPE

XNTS62516W200031
18.9W • 1170lm • 61.90lm/W
AC 100-242V • 50/60Hz

4000K

XNTS62517W200031
18.9W • 1145lm • 60.58lm/W
AC 100-242V • 50/60Hz

3500K

XNTS62518W200031
18.9 • 1105lm • 58.47lm/W
AC 100-242V • 50/60Hz

3000K

CRI 95

CRI 95

CRI 95

Cut Out Ø125
White Color 13° - 32°

XNTS62511B200031
18.9W • 1455lm • 76.98lm/W
AC 100-242V • 50/60Hz

4000K

XNTS62512B200031
18.9W • 1445lm • 76.46lm/W
AC 100-242V • 50/60Hz

3500K

XNTS62513B200031
18.9W • 1400lm • 74.07lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

Cut Out Ø125
Black Color 13° - 32°

Downlight

Downlight

Downlight      I Series
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Application

DimensionSpecification

Ambient Temperature : 5°C until 35°C
Power Factor : 0.9

Body : Painted Aluminum Die-cast
Diffuse : Polycarbonate
Driver : Integrated

LED downlight for eaves equipped with execllent 
environmental ressistance for eaves, creating a 
high-quality for eaves uses a dedicated power 
supply that supports the space under the eaves 
where condensation may occur due to tempera-
ture differences from the outside air. In addition, it 
is designed so that there is no misalignment of the 
instrument even if there is blowing due to wind 
and rain, by fixing the reflector with screws.

200
189.5

45 28
.8

42 91

Ø172

Downlight Waterproof Series

60.000h

LIFE
TIME IP43

Body Only

XNW2061WNLE9031
15.5W • 1875lm • 120.9lm/W
AC 100-242V • 50/60Hz

5000K

XNW2061WWLE9031
15.5W • 1835lm • 118.4lm/W
AC 100-242V • 50/60Hz

4000K

XNW2061WVLE9031
15.5W • 1805lm • 116.5lm/W
AC 100-242V • 50/60Hz

3500K

XNW2061WLLE9031
15.5W • 1765lm • 113.8lm/W
AC 100-242V • 50/60Hz

3000K

CRI 85

CRI 85

CRI 85

CRI 85

Cut Out Ø150
80°

15,5W TYPE

XNW1561WNLE9031
12.4W • 1525lm • 122.9lm/W
AC 100-242V • 50/60Hz

5000K

XNW1561WWLE9031
12.4W • 1495lm • 120.5lm/W
AC 100-242V • 50/60Hz

4000K

XNW1561WVLE9031
12.4W • 1470lm • 118.5lm/W
AC 100-242V • 50/60Hz

3500K

XNW1561WLLE9031
12.4W • 1435lm • 115.7lm/W
AC 100-242V • 50/60Hz

3000K

Cut Out Ø150

CRI 85

CRI 85

CRI 85

CRI 85

80°

12,4W TYPE

XNW1061WNLE9031
7.6W • 955lm • 125.6lm/W
AC 100-242V • 50/60Hz

5000K

XNW1061WWLE9031
7.6W • 935lm • 123lm/W
AC 100-242V • 50/60Hz

4000K

XNW1061WVLE9031
7.6W • 920lm • 121lm/W
AC 100-242V • 50/60Hz

3500K

XNW1061WLLE9031
12.4W • 900lm • 118.4lm/W
AC 100-242V • 50/60Hz

3000K

Cut Out Ø150

CRI 85

CRI 85

CRI 85

CRI 85

80°

7,6W TYPE

Downlight

Downlight

Downlight      I Series
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Specification

Ambient Temperature : -20°C until 40°C
Power Factor : 0.85

Fixture Body : Painted Aluminum Die-cast
Diffuse : Polycarbonate
Driver : Integrated

Dimension

Ø74

5624
38

103

Ø
74

Downlight Waterproof Series

30.000h

LIFE
TIME IP44

NNP73184031
12W • 950lm • 79lm/W
AC 220-240V • 50/60Hz

4000K

NNP73183031
12W • 950lm • 79lm/W
AC 220-240V • 50/60Hz

3000K

CRI 90

CRI 90

Cut Out Ø65
24°

12W TYPE

NNP73186031
12W • 950lm • 79lm/W
AC 220-240V • 50/60Hz

4000K

NNP73185031
12W • 950lm • 79lm/W
AC 220-240V • 50/60Hz

3000K

NNP73187031
12W • 950lm • 79lm/W
AC 220-240V • 50/60Hz

2700K

CRI 90

CRI 90

CRI 90

Cut Out Ø65
40°

12W TYPE

Application

Downlight

Downlight

Downlight      I Series
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LED Outbow AERODown Light

Application

IP20

DimensionSpecification
Life Time : 40.000hr
Input Voltage : AC 220-240V
Frequency : 50/60Hz
Power Factor : 0.92
CRI : 80
Ambient Temperature : 5°C until 30°C

Body  : Aluminium
Diffuse : Polycarbonate
Driver : Integrated

NNP74420031

NNP74520031

2.000lm-100lm/W (Ø137)

2.000lm-100lm/W (Ø164)

20W

Floating Bracket

Color

4000K

4000K

Wattage

Type

White Color

-

NNP74521031
2.000lm-100lm/W (Ø164)

20W

Floating Bracket

Black Color

NNP74510031
2.000lm-100lm/W (Ø164)

3500K NNP74511031
2.000lm-100lm/W (Ø164)

-

NNP74522031
2.000lm-100lm/W (Ø164)

20W

Flat Bracket

White Color

NNP74512031
2.000lm-100lm/W (Ø164)

-

NNP74523031
2.000lm-100lm/W (Ø164)

20W

Flat Bracket

Black Color

NNP74513031
2.000lm-100lm/W (Ø164)

Ø164 

 1
35

 

Ø164 

 1
35

 
 1

66
 

Ø137 

 1
35

 
 1

66
 

40

NNP74420031

NNP74520031

NNP74521031
NNP74510031

NNP74511031

NNP74522031
NNP74512031
NNP74523031
NNP74513031

Floating Bracket

Flat Bracket

Floating Bracket

Downlight

Downlight      LED Outbow AERO
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Specification

Ambient Temperature : -20°C until 40°C

Fixture Body : Painted Aluminum Die-cast
Diffuse : Polycarbonate
Driver : Integrated

Dimension

LED Spot Track Light + Track Rail Accessories

30.000h

LIFE
TIME IP20

NNP04121031
20W • 1700lm • 85lm/W
AC 220-240V • 50/60Hz • White

4000K

NNP04122031
20W • 1700lm • 85lm/W
AC 220-240V • 50/60Hz • Black

4000K

NNP04111031
20W • 1700lm • 85lm/W
AC 220-240V • 50/60Hz • White

3000K

NNP04112031
20W • 1700lm • 85lm/W
AC 220-240V • 50/60Hz • Black

3000K

CRI 90

CRI 90

CRI 90

CRI 90

15°

NNP04123031
20W • 1700lm • 85lm/W
AC 220-240V • 50/60Hz • White

4000K

NNP04124031
20W • 1700lm • 85lm/W
AC 220-240V • 50/60Hz • Black

4000K

NNP04113031
20W • 1700lm • 85lm/W
AC 220-240V • 50/60Hz • White

3000K

NNP04114031
20W • 1700lm • 85lm/W
AC 220-240V • 50/60Hz • Black

3000K

CRI 90

CRI 90

CRI 90

CRI 90

24°

NNP04125031
20W • 1700lm • 85lm/W
AC 220-240V • 50/60Hz • White

4000K

NNP04126031
20W • 1700lm • 85lm/W
AC 220-240V • 50/60Hz • Black

4000K

NNP04115031
20W • 1700lm • 85lm/W
AC 220-240V • 50/60Hz • White

3000K

NNP04411031
20W • 1700lm • 85lm/W
AC 220-240V • 50/60Hz • Black

3000K

CRI 90

CRI 90

CRI 90

CRI 90

36°

LED Spot Track Light - 20W

NNP03021031
12W • 1000lm • 83lm/W
AC 220-240V • 50/60Hz • White

4000K

NNP03022031
12W • 1000lm • 83lm/W
AC 220-240V • 50/60Hz • Black

4000K

NNP03011031
12W • 1000lm • 83lm/W
AC 220-240V • 50/60Hz • White

3000K

NNP03012031
12W • 1000lm • 83lm/W
AC 220-240V • 50/60Hz • Black

3000K

CRI 90

CRI 90

CRI 90

CRI 90

15°

NNP03023031
12W • 1000lm • 83lm/W
AC 220-240V • 50/60Hz • White

4000K

NNP03024031
12W • 1000lm • 83lm/W
AC 220-240V • 50/60Hz • Black

4000K

NNP03013031
12W • 1000lm • 83lm/W
AC 220-240V • 50/60Hz • White

3000K

NNP03014031
12W • 1000lm • 83lm/W
AC 220-240V • 50/60Hz • Black

3000K

CRI 90

CRI 90

CRI 90

CRI 90

24°

NNP03025031
12W • 1000lm • 83lm/W
AC 220-240V • 50/60Hz • White

4000K

NNP03026031
12W • 1000lm • 83lm/W
AC 220-240V • 50/60Hz • Black

4000K

NNP03015031
12W • 1000lm • 83lm/W
AC 220-240V • 50/60Hz • White

3000K

NNP03111031
12W • 1000lm • 83lm/W
AC 220-240V • 50/60Hz • Black

3000K

CRI 90

CRI 90

CRI 90

CRI 90

36°

LED Spot Track Light - 12W

Application

YNP9010BL
220-240V AC
Max. for 160W  • IP20

Black

YNP9010WH
220-240V AC
Max. for 160W  • IP20

White

Color

Color

Track Rail Accessories

Spot Track Light

20W12W

20W12W

Downlight

LED Spot Track Light      + Track Rail Accessories  
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Specification

Ambient Temperature : -20°C until 40°C
Power Factor : 0.9

Body : Aluminum Extrution
Driver : Integrated

Dimension

50.000h

LIFE
TIME IP44

LED Pendant Linier Prismatic & Grile Type

NNP94421031
20W • 1700lm • 85lm/W
AC 220-240V • 50/60Hz

4000K

NNP94411031
20W • 1650lm • 82.5lm/W
AC 220-240V • 50/60Hz

3000K

NNP94401031
20W • 1500lm • 75lm/W
AC 220-240V • 50/60Hz

2700K

CRI 90

CRI 90

CRI 90

38°

NNP95421031
30W • 2500lm • 83.3lm/W
AC 220-240V • 50/60Hz

4000K

NNP95411031
30W • 2400lm • 80lm/W
AC 220-240V • 50/60Hz

3000K

NNP95401031
30W • 2300lm • 76.7lm/W
AC 220-240V • 50/60Hz

2700K

CRI 90

CRI 90

CRI 90

38°

NNP95521031
40W • 3600lm • 90lm/W
AC 220-240V • 50/60Hz

4000K

NNP95511031
40W • 3500lm • 87.5lm/W
AC 220-240V • 50/60Hz

3000K

NNP95501031
40W • 3400lm • 85lm/W
AC 220-240V • 50/60Hz

2700K

CRI 90

CRI 90

CRI 90

38°

Grile Type - 20W

NNP94430031
7-20W • 250-1650lm
AC 220-240V • 50/60Hz

3000K - 5700K
CRI 90

Dimmable & Changeable CCT
90°

NNP95430031
7-30W • 250-2800lm
AC 220-240V • 50/60Hz

3000K - 5700K
CRI 90

NNP95530031
7-40W • 250-3800lm
AC 220-240V • 50/60Hz

3000K - 5700K
CRI 90

NNP94420031
20W • 1700lm • 85lm/W
AC 220-240V • 50/60Hz

4000K

NNP94410031
20W • 1650lm • 82.5lm/W
AC 220-240V • 50/60Hz

3000K

NNP94400031
20W • 1500lm • 75lm/W
AC 220-240V • 50/60Hz

2700K

CRI 90

CRI 90

CRI 90

90°

NNP95420031
30W • 2900lm • 96.7lm/W
AC 220-240V • 50/60Hz

4000K

NNP95410031
30W • 2800lm • 93.3lm/W
AC 220-240V • 50/60Hz

3000K

NNP95400031
30W • 2600lm • 86.7lm/W
AC 220-240V • 50/60Hz

2700K

CRI 90

CRI 90

CRI 90

90°

NNP95520031
40W • 3900lm • 97.5lm/W
AC 220-240V • 50/60Hz

4000K

NNP95510031
40W • 3800lm • 95lm/W
AC 220-240V • 50/60Hz

3000K

NNP95500031
40W • 3650lm • 91.3lm/W
AC 220-240V • 50/60Hz

2700K

CRI 90

CRI 90

CRI 90

90°

Prismatic Type - 7 Until 20W Prismatic Type - 20W Prismatic Type - 30W Prismatic Type - 40W

Spot Track Light

Grile Type - 30W Grile Type - 40W

Downlight

LED Pendant Linier      Prismatic & Grile Type
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System Ceiling
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Dimension

Specification

Ambient Temperature : 5°C until 30°C
Power Factor : 0.9

Body : Steel With White Painted

50.000h

LIFE
TIME IP20

LED G13 Base Recessed Type W1200mm

XNP84948031
2x16W • 2x2100lm • 131lm/W
AC 220-240V • 50/60Hz

6500K

XNP84928031
2x16W • 2x2100lm • 131lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

2 Lamps LED G13 Type

XNP84949031
2x12W • 2x1600lm • 130lm/W
AC 220-240V • 50/60Hz

6500K

XNP84929031
2x12W • 2x1600lm • 130lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

100° 100°

Base Light

Base Light

LED G13 Base      Recessed Type W1200mm
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ApplicationDimension

Specification

Ambient Temperature : 5°C until 30°C
Power Factor : 0.9

Body : Steel With White Painted

LED G13 Base Reflector Type W1200mm

50.000h

LIFE
TIME IP20

XNP84941031
12W • 1600lm • 130lm/W
AC 220-240V • 50/60Hz

6500K

XNP84921031
12W • 1600lm • 130lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

XNP84940031
16W • 2100lm • 131lm/W
AC 220-240V • 50/60Hz

6500K

XNP84920031
16W • 2100lm • 131lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

1 Lamp LED G13 Type

160° 160°

XNP84943031
2x12W • 2x1600lm • 130lm/W
AC 220-240V • 50/60Hz

6500K

XNP84923031
2x12W • 2x1600lm • 130lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

XNP84942031
2x16W • 2x2100lm • 131lm/W
AC 220-240V • 50/60Hz

6500K

XNP84922031
12x6W • 2x2100lm • 131lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

2 Lamps LED G13 Type

160° 160°

Base Light

1 Lamp LED G13 Type 2 Lamps LED G13 Type

1 Lamp LED G13 Type 2 Lamps LED G13 Type

Base Light

LED G13 Base      Reflector Type W1200mm
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Dimension

50.000h

LIFE
TIME IP20

LED G13 Base Batten Type W1200mm

XNP84945031
12W • 1600lm • 130lm/W
AC 220-240V • 50/60Hz

6500K

XNP84925031
12W • 1600lm • 130lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

XNP84944031
16W • 2100lm • 131lm/W
AC 220-240V • 50/60Hz

6500K

XNP84924031
16W • 2100lm • 131lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

1 Lamp LED G13 Type

160° 160°

XNP84947031
2x12W • 2x1600lm • 130lm/W
AC 220-240V • 50/60Hz

6500K

XNP84927031
2x12W • 2x1600lm • 130lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

XNP84946031
2x16W • 2x2100lm • 131lm/W
AC 220-240V • 50/60Hz

6500K

XNP84926031
2x16W • 2x2100lm • 131lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

2 Lamps LED G13 Type

160° 160°

Specification

Ambient Temperature : 5°C until 30°C
Power Factor : 0.9

Body : Steel With White Painted

Base Light

1 Lamp LED G13 Type 2 Lamps LED G13 Type

1 Lamp LED G13 Type 2 Lamps LED G13 Type

Base Light

LED G13 Base      Batten Type W1200mm
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Dimension

Specification

Ambient Temperature : 5°C until 30°C
Power Factor : 0.9

Body : Steel With White Painted
Frame : Painted Aluminium Extruded White
Installation : Fit Into T-Bar 300 x 1200mm

Application

LED Panel Light Rectangular Type

50.000h

LIFE
TIME IP20

NNP86740K031
30W • 3300lm • 110lm/W
AC 220-240V • 50/60Hz

6500K

NNP86720K031
30W • 3300lm • 110lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

120°

Rectangular Type

NNP86750K031
40W • 3600lm • 90lm/W
AC 220-240V • 50/60Hz

6500K

NNP86730K031
40W • 3600lm • 90lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

120°

Base Light

Base Light

LED Panel Light      Rectangular Type
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Dimension Application

50.000h

LIFE
TIME IP20

LED Panel Light Square Type

Specification

Ambient Temperature : 5°C until 30°C
Power Factor : 0.9

Body : Steel With White Painted
Frame : Painted Aluminium Extruded White
Installation : Fit Into T-Bar 600 x 600mm

NNP86140K031
30W • 3300lm • 110lm/W
AC 220-240V • 50/60Hz

6500K

NNP86120K031
30W • 3300lm • 110lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

120°

Square Type

NNP86150K031
40W • 3600lm • 90lm/W
AC 220-240V • 50/60Hz

6500K

NNP86130K031
40W • 3600lm • 90lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

120°

Base Light

Base Light

LED Panel Light      Square Type



43PT BIMA TERANG NUSANTARA

P
R

O
JE

C
T

37

No screw and latches on the fixture surface 
make product look sleek and stylish.

800w

250w

431w

192m

192m

192m

800w x 48units = 3,840w

250w x 48units = 1,200w

431w x 30units = 1,293w

12
8m

12
8m

12
8m

Base Light

Special Base Light      ID Series
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Specification

Ambient Temperature : 5°C until 35°C
Power Factor : 0.9

Fixture Body : Steel With White Painted
Diffuse : Polycarbonate
Driver : Integrated

Dimension

Batten 2ft V-Shape 2ft

50

80

607
550
514
430
400
83.5
66.7

66.7
83.5
400
430
514
550
632

36
50

15
0

40.000h

LIFE
TIME IP20

Base Light iD Series 2ft

XLX210NEDCLE9031
12.1W • 1530lm • 126.5lm/W
AC 100-240V • 50/60Hz

6500K

XLX210NENCLE9031
12.1W • 1600lm • 132.2lm/W
AC 100-240V • 50/60Hz

5000K

XLX210NEWCLE9031
12.1W • 1460lm • 120.7lm/W
AC 100-240V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX210AEDCLE9031
12.1W • 1530lm • 126.5lm/W
AC 100-240V • 50/60Hz

6500K

XLX210AENCLE9031
12.1W • 1600lm • 132.2lm/W
AC 100-240V • 50/60Hz

5000K

XLX210AEWCLE9031
12.1W • 1460lm • 120.7lm/W
AC 100-240V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

Batten 2ft Type V-shape 2ft Type

Base Light

Batten 2ft V-Shape 2ft

Base Light

Base Light     iD Series 2ft
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Specification

Ambient Temperature : 5°C until 35°C
Power Factor : 0.9

Fixture Body : Steel With White Painted
Diffuse : Polycarbonate
Driver : Integrated
Dimming : PWM Dim

Dimension

Recessed open W150 Recessed open W300

36 400
550

636

17
0

36
400
550

656

32
8

Base Light iD Series 2ft

40.000h

LIFE
TIME IP20

XLX210PEDJLE9031
12.1W • 1490lm • 123.1lm/W
AC 100-240V • 50/60Hz

6500K

XLX210PENJLE9031
12.1W • 1550lm • 129.1lm/W
AC 100-240V • 50/60Hz

5000K

XLX210PEWJLE9031
12.1W • 1420lm • 117.4lm/W
AC 100-240V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°
Non Dimmable

XLX210PEDJLA9031
12.1W • 1490lm • 123.1lm/W
AC 100-240V • 50/60Hz

6500K

XLX210PENJLA9031
12.1W • 1550lm • 129.1lm/W
AC 100-240V • 50/60Hz

5000K

XLX210PEWJLA9031
12.1W • 1420lm • 117.4lm/W
AC 100-240V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°
Dimmable

Recessed Open W150

XLX210VEDJLE9031
12.1W • 1490lm • 123.1lm/W
AC 100-240V • 50/60Hz

6500K

XLX210VENJLE9031
12.1W • 1550lm • 129.1lm/W
AC 100-240V • 50/60Hz

5000K

XLX210VEWJLE9031
12.1W • 1420lm • 117.4lm/W
AC 100-240V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°
Non Dimmable

XLX210VEDJLA9031
12.1W • 1490lm • 123.1lm/W
AC 100-240V • 50/60Hz

6500K

XLX210VENJLA9031
12.1W • 1550lm • 129.1lm/W
AC 100-240V • 50/60Hz

5000K

XLX210VEWJLA9031
12.1W • 1420lm • 117.4lm/W
AC 100-240V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°
Dimmable

Recessed Open W300

Base Light

Recessed open W150 Recessed open W300

Base Light

Base Light     iD Series 2ft
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Dimension

50

80

62 400
600
800
850
900

1115
1225

95
120

40.000h

LIFE
TIME IP20

Base Light iD Series Batten 4ft

Specification

Ambient Temperature : 5°C until 35°C
Power Factor : 0.9

Fixture Body : Steel With White Painted
Diffuse : Polycarbonate
Driver : Integrated

XLX460NEDPLE9031
43.1W • 6650lm • 154.3lm/W
AC 100-240V • 50/60Hz

6500K

XLX460NENPLE9031
43.1W • 6900lm • 160.1lm/W
AC 100-240V • 50/60Hz

5000K

XLX460NEWPLE9031
43.1W • 6530lm • 151.5lm/W
AC 100-240V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°
Non Dimmable

XLX450NEDPLE9031
32.5W • 5010lm • 153.2lm/W
AC 100-240V • 50/60Hz

6500K

XLX450NENPLE9031
32.5W • 5200lm • 160lm/W
AC 100-240V • 50/60Hz

5000K

XLX450NEWPLE9031
32.5W • 4920lm • 151.4lm/W
AC 100-240V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°
Non Dimmable

Batten 4ft

XLX440NEDULE9031
25W • 3850lm • 154lm/W
AC 100-240V • 50/60Hz

6500K

XLX440NENULE9031
25W • 4000lm • 160lm/W
AC 100-240V • 50/60Hz

5000K

XLX440NEWULE9031
25W • 3780lm • 151.2lm/W
AC 100-240V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°
Non Dimmable

XLX420NEDPLE9031
16.3W • 2440lm • 149.7lm/W
AC 100-240V • 50/60Hz

6500K

XLX420NENPLE9031
16.3W • 2500lm • 153.4lm/W
AC 100-240V • 50/60Hz

5000K

XLX420NEWPLE9031
16.3W • 2380lm • 146lm/W
AC 100-240V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°
Non Dimmable

Base Light

Base Light

Base Light      iD Series Batten 4ft
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Specification

Ambient Temperature : 5°C until 35°C
Power Factor : 0.9

Fixture Body : Steel With White Painted
Diffuse : Polycarbonate
Driver : Integrated

Dimension

15
0

50
120

95
400
600
800
850
900

1250

62

Base Light iD Series V-Shape 4ft

40.000h

LIFE
TIME IP20

XLX460AEDPLE9031
43.1W • 6650lm • 154.3lm/W
AC 100-242V • 50/60Hz

6500K

XLX460AENPLE9031
43.1W • 6900lm • 160.1lm/W
AC 100-242V • 50/60Hz

5000K

XLX460AEWPLE9031
43.1W • 6530lm • 151.5lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX450AEDPLE9031
32.5W • 5010lm • 154.2lm/W
AC 100-242V • 50/60Hz

6500K

XLX450AENPLE9031
32.5W • 5200lm • 160lm/W
AC 100-242V • 50/60Hz

5000K

XLX450AEWPLE9031
32.5W • 4920lm • 152.4lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX440AEDULE9031
25W • 3850lm • 154lm/W
AC 100-242V • 50/60Hz

6500K

XLX440AENULE9031
25W • 4000lm • 160lm/W
AC 100-242V • 50/60Hz

5000K

XLX440AEWULE9031
25W • 3780lm • 151.2lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX420AEDPLE9031
16.3W • 2440lm • 149.6lm/W
AC 100-242V • 50/60Hz

6500K

XLX420AENPLE9031
16.3W • 2500lm • 153.3lm/W
AC 100-242V • 50/60Hz

5000K

XLX420AEWPLE9031
16.3W • 2380lm • 146lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

V-Shape 4th Type

Base Light

Base Light

Base Light     iD Series V-Shape 4ft
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Dimension

120

12
6

1254

800
750
600

40.000h

LIFE
TIME IP20

Base Light iD Series Blackboard 4ft

XLX460BSWTLE9031
43.1W • 5870lm • 136.2lm/W
AC 100-242V • 50/60Hz

6500K
CRI 83

120°

XLX450BSWTLE9031
32.5W • 4400lm • 135.4lm/W
AC 100-242V • 50/60Hz

6500K
CRI 83

120°

Blackboard 4ft Type

Specification

Ambient Temperature : 5°C until 35°C
Power Factor : 0.9

Fixture Body : Steel With White Painted
Diffuse : Polycarbonate
Driver : Integrated

Base Light

Base Light

Base Light      iD Series Blackboard 4ft
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Specification

Ambient Temperature : 5°C until 35°C
Power Factor : 0.9

Fixture Body : Steel With White Painted
Diffuse : Polycarbonate
Driver : Integrated

Dimension

60

8015
0

62

600
800

1225

400

850

900

95
120

Base Light iD Series Reflector 4ft

40.000h

LIFE
TIME IP20

XLX460KEDPLE9031
43.1W • 6520lm • 151.2lm/W
AC 100-242V • 50/60Hz

6500K

XLX460KENPLE9031
43.1W • 6770lm • 157lm/W
AC 100-242V • 50/60Hz

5000K

XLX460KEWPLE9031
43.1W • 6410lm • 148.7lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX450KEDPLE9031
32.5W • 4910lm • 151.1lm/W
AC 100-242V • 50/60Hz

6500K

XLX450KENPLE9031
32.5W • 5100lm • 156.9lm/W
AC 100-242V • 50/60Hz

5000K

XLX450KEWPLE9031
32.5W • 4830lm • 148.6lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX440KEDULE9031
25W • 3770lm • 150.8lm/W
AC 100-242V • 50/60Hz

6500K

XLX440KENULE9031
25W • 3920lm • 156.8lm/W
AC 100-242V • 50/60Hz

5000K

XLX440KEWULE9031
25W • 3710lm • 148.4lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX420KEDPLE9031
16.3W • 2390lm • 146.6lm/W
AC 100-242V • 50/60Hz

6500K

XLX420KENPLE9031
16.3W • 2450lm • 150.3lm/W
AC 100-242V • 50/60Hz

5000K

XLX420KEWPLE9031
16.3W • 2330lm • 142.9lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

Reflector Type

Base Light

Base Light

Base Light     iD Series Reflector 4ft
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Specification

Ambient Temperature : -10°C until 35°C
Power Factor : 0.9

Fixture Body : Steel With White Painted
Diffuse : Polycarbonate
Driver : Integrated

The operating temperature of rainproof ID Series 
range has been extended to - 10º celcius to 35º 
celcius (The conventional lower limit 5º celcius). 
It can also be used in low temperature 
environments up to 10º celcius (like refrigerated 
warehouses).

Dimension

Application

86

86

62 600

800

1240

40.000h

LIFE
TIME IP23

Base Light iD Series Rainproof

XLW462NENZLE9031
43.1W • 6520lm • 152X.2lm/W
AC 100-242V • 50/60Hz

5000K
CRI 83

120°

XLW442NENZLE9031
26.7W • 3830lm • 143.4lm/W
AC 100-242V • 50/60Hz

5000K
CRI 83

120°

XLW412NENZLE9031
13.1W • 1910lm • 145.8lm/W
AC 100-242V • 50/60Hz

5000K
CRI 83

120°

Rainproof Type

iD Series Rainproof

Base Light

Base Light

Base Light      iD Series Rainproof
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Specification

Ambient Temperature : 5°C until 35°C
Power Factor : 0.9

Fixture Body : Steel With White Painted
Diffuse : Polycarbonate
Driver : Integrated
Dimming : PWM Dim

Dimension

17
0

65
600
800

700
1261

Base Light iD Series Recessed Louver W150 4ft

40.000h

LIFE
TIME IP20

XLX465FEDTLE9031
43.1W • 5480lm • 127.2lm/W
AC 100-242V • 50/60Hz

6500K

XLX465FENTLE9031
43.1W • 5690lm • 132lm/W
AC 100-242V • 50/60Hz

5000K

XLX465FEWTLE9031
43.1W • 5390lm • 125lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX455FEDTLE9031
31.9W • 4130lm • 129.4lm/W
AC 100-242V • 50/60Hz

6500K

XLX455FENTLE9031
31.9W • 4290lm • 134.4m/W
AC 100-242V • 50/60Hz

5000K

XLX455FEWTLE9031
31.9W • 4060lm • 127.2lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX445FEDPLE9031
25W • 3180lm • 127.2lm/W
AC 100-242V • 50/60Hz

6500K

XLX445FENPLE9031
25W • 3300lm • 132lm/W
AC 100-242V • 50/60Hz

5000K

XLX445FEWPLE9031
25W • 3120lm • 124.8lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX425FEDTLE9031
16.3W • 2010lm • 123.3lm/W
AC 100-242V • 50/60Hz

6500K

XLX425FENTLE9031
16.3W • 2060lm • 126.3lm/W
AC 100-242V • 50/60Hz

5000K

XLX425FEWTLE9031
16.3W • 1960lm • 120.2lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

Recessed Louver W150 Type

Non Dimmable Non Dimmable Non Dimmable Non Dimmable

XLX465FEDTLR9031
43.1W • 5480lm • 127.2lm/W
AC 100-242V • 50/60Hz

6500K

XLX465FENTLR9031
43.1W • 5690lm • 132lm/W
AC 100-242V • 50/60Hz

5000K

XLX465FEWTLR9031
43.1W • 5390lm • 125lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX455FEDTLR9031
31.9W • 4130lm • 129.4lm/W
AC 100-242V • 50/60Hz

6500K

XLX455FENTLR9031
31.9W • 4290lm • 134.4m/W
AC 100-242V • 50/60Hz

5000K

XLX455FEWTLR9031
31.9W • 4060lm • 127.2lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX445FEDPLA9031
25W • 3180lm • 127.2lm/W
AC 100-242V • 50/60Hz

6500K

XLX445FENPLA9031
25W • 3300lm • 132lm/W
AC 100-242V • 50/60Hz

5000K

XLX445FEWPLA9031
25W • 3120lm • 124.8lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX425FEDTLA9031
16.3W • 2010lm • 123.3lm/W
AC 100-242V • 50/60Hz

6500K

XLX425FENTLA9031
16.3W • 2060lm • 126.3lm/W
AC 100-242V • 50/60Hz

5000K

XLX425FEWTLA9031
16.3W • 1960lm • 120.2lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

Recessed Louver W150 Type

Dimmable Dimmable Dimmable Dimmable

Base Light

Base Light

Base Light     iD Series Recessed Louver W150 4ft
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40.000h

LIFE
TIME IP20

Base Light iD Series Recessed Open W150 4ft

Dimension

17
0

15

8 49 600
800

1225
65

1254

Specification

Ambient Temperature : 5°C until 35°C
Power Factor : 0.9

Fixture Body : Steel With White Painted
Diffuse : Polycarbonate
Driver : Integrated
Dimming : PWM Dim

XLX460PEDTLE9031
43.1W • 6430lm • 149.2lm/W
AC 100-242V • 50/60Hz

6500K

XLX460PENTLE9031
43.1W • 6680lm • 154.9lm/W
AC 100-242V • 50/60Hz

5000K

XLX460PEWTLE9031
43.1W • 6320lm • 146.6lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX450PEDTLE9031
31.9W • 4850lm • 152lm/W
AC 100-242V • 50/60Hz

6500K

XLX450PENTLE9031
31.9W • 5040lm • 157.9m/W
AC 100-242V • 50/60Hz

5000K

XLX450PEWTLE9031
31.9W • 4770lm • 149.5lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX440PEDPLE9031
25W • 3740lm • 149.6lm/W
AC 100-242V • 50/60Hz

6500K

XLX440PENPLE9031
25W • 3880lm • 155.2lm/W
AC 100-242V • 50/60Hz

5000K

XLX440PEWPLE9031
25W • 3670lm • 146.8lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX420PEDTLE9031
16.3W • 2360lm • 144.8lm/W
AC 100-242V • 50/60Hz

6500K

XLX420PENTLE9031
16.3W • 2420lm • 148.5lm/W
AC 100-242V • 50/60Hz

5000K

XLX420PEWTLE9031
16.3W • 2300lm • 141.1lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

Recessed Open W150 Type

Non Dimmable Non Dimmable Non Dimmable Non Dimmable

XLX460PEDTLR9031
43.1W • 6430lm • 149.2lm/W
AC 100-242V • 50/60Hz

6500K

XLX460PENTLR9031
43.1W • 6680lm • 154.9lm/W
AC 100-242V • 50/60Hz

5000K

XLX460PEWTLR9031
43.1W • 6320lm • 146.6lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX450PEDTLR9031
31.9W • 4850lm • 152lm/W
AC 100-242V • 50/60Hz

6500K

XLX450PENTLR9031
31.9W • 5040lm • 157.9m/W
AC 100-242V • 50/60Hz

5000K

XLX450PEWTLR9031
31.9W • 4770lm • 149.5lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX440PEDPLA9031
25W • 3740lm • 149.6lm/W
AC 100-242V • 50/60Hz

6500K

XLX440PENPLA9031
25W • 3880lm • 155.2lm/W
AC 100-242V • 50/60Hz

5000K

XLX440PEWPLA9031
25W • 3670lm • 146.8lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX420PEDTLA9031
16.3W • 2360lm • 144.8lm/W
AC 100-242V • 50/60Hz

6500K

XLX420PENTLA9031
16.3W • 2420lm • 148.5lm/W
AC 100-242V • 50/60Hz

5000K

XLX420PEWTLA9031
16.3W • 2300lm • 141.1lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

Recessed Open W150 Type

Dimmable Dimmable Dimmable Dimmable

Base Light

Base Light

Base Light      iD Series Recessed Open W150 4ft
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Dimension

215

1198

238

1261
700

1232

800
600

65

Base Light iD Series Recessed Panel W220 4ft

40.000h

LIFE
TIME IP20

XLX466EEDPLE9031
43.1W • 4700lm • 109lm/W
AC 100-242V • 50/60Hz

6500K

XLX466EENPLE9031
43.1W • 4640lm • 107.7lm/W
AC 100-242V • 50/60Hz

5000K

XLX466EEWPLE9031
43.1W • 4620lm • 107.2lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX456EEDPLE9031
31.9W • 3530lm • 110.7lm/W
AC 100-242V • 50/60Hz

6500K

XLX456EENPLE9031
31.9W • 3490lm • 109.4m/W
AC 100-242V • 50/60Hz

5000K

XLX456EEWPLE9031
31.9W • 3470lm • 108.8lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX446EEDULE9031
25W • 2710lm • 108.4lm/W
AC 100-242V • 50/60Hz

6500K

XLX446EENULE9031
25W • 2680lm • 107.2lm/W
AC 100-242V • 50/60Hz

5000K

XLX446EEWULE9031
25W • 2670lm • 106.8lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX426EEDPLE9031
16.3W • 1710lm • 104.9lm/W
AC 100-242V • 50/60Hz

6500K

XLX426EENPLE9031
16.3W • 1680lm • 103.1lm/W
AC 100-242V • 50/60Hz

5000K

XLX426EEWPLE9031
16.3W • 1670lm • 102.5lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

Recessed Panel W220 Type

Non Dimmable Non Dimmable Non Dimmable Non Dimmable

XLX466EEDPLR9031
43.1W • 4700lm • 109lm/W
AC 100-242V • 50/60Hz

6500K

XLX466EENPLR9031
43.1W • 4640lm • 107.7lm/W
AC 100-242V • 50/60Hz

5000K

XLX466EEWPLR9031
43.1W • 4620lm • 107.2lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX456EEDPLR9031
31.9W • 3530lm • 110.7lm/W
AC 100-242V • 50/60Hz

6500K

XLX456EENPLR9031
31.9W • 3490lm • 109.4m/W
AC 100-242V • 50/60Hz

5000K

XLX456EEWPLR9031
31.9W • 3470lm • 108.8lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX446EEDULA9031
25W • 2710lm • 108.4lm/W
AC 100-242V • 50/60Hz

6500K

XLX446EENULA9031
25W • 2680lm • 107.2lm/W
AC 100-242V • 50/60Hz

5000K

XLX446EEWULA9031
25W • 2670lm • 106.8lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX426EEDPLA9031
16.3W • 1710lm • 104.9lm/W
AC 100-242V • 50/60Hz

6500K

XLX426EENPLA9031
16.3W • 1680lm • 103.1lm/W
AC 100-242V • 50/60Hz

5000K

XLX426EEWPLA9031
16.3W • 1670lm • 102.5lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

Recessed Panel W220 Type

Dimmable Dimmable Dimmable Dimmable

Specification

Ambient Temperature : 5°C until 35°C
Power Factor : 0.9

Fixture Body : Steel With White Painted
Diffuse : Polycarbonate
Driver : Integrated
Dimming : PWM Dim

Base Light

Base Light

Base Light     iD Series Recessed Panel W220 4ft
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40.000h

LIFE
TIME IP20

Base Light iD Series Recessed Open W330 4ft

Dimension

54
8

15
32

8

600
800

1274

65

Specification

Ambient Temperature : 5°C until 35°C
Power Factor : 0.9

Fixture Body : Steel With White Painted
Diffuse : Polycarbonate
Driver : Integrated
Dimming : PWM Dim

XLX460VEDTLE9031
43.1W • 6430lm • 149.2lm/W
AC 100-242V • 50/60Hz

6500K

XLX460VENTLE9031
43.1W • 6680lm • 154.9lm/W
AC 100-242V • 50/60Hz

5000K

XLX460VEWTLE9031
43.1W • 6320lm • 146.6lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX450VEDTLE9031
31.9W • 4850lm • 152lm/W
AC 100-242V • 50/60Hz

6500K

XLX450VENTLE9031
31.9W • 5040lm • 157.9m/W
AC 100-242V • 50/60Hz

5000K

XLX450VEWTLE9031
31.9W • 4770lm • 149.5lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX440VEDPLE9031
25W • 3740lm • 149.6lm/W
AC 100-242V • 50/60Hz

6500K

XLX440VENPLE9031
25W • 3880lm • 155.2lm/W
AC 100-242V • 50/60Hz

5000K

XLX440VEWPLE9031
25W • 3670lm • 146.8lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX420VEDTLE9031
16.3W • 2360lm • 144.8lm/W
AC 100-242V • 50/60Hz

6500K

XLX420VENTLE9031
16.3W • 2420lm • 148.5lm/W
AC 100-242V • 50/60Hz

5000K

XLX420VEWTLE9031
16.3W • 2300lm • 141.1lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

Recessed Open W330 Type

Non Dimmable Non Dimmable Non Dimmable Non Dimmable

XLX460VEDTLR9031
43.1W • 6430lm • 149.2lm/W
AC 100-242V • 50/60Hz

6500K

XLX460VENTLR9031
43.1W • 6680lm • 154.9lm/W
AC 100-242V • 50/60Hz

5000K

XLX460VEWTLR9031
43.1W • 6320lm • 146.6lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX450VEDTLR9031
31.9W • 4850lm • 152lm/W
AC 100-242V • 50/60Hz

6500K

XLX450VENTLR9031
31.9W • 5040lm • 157.9m/W
AC 100-242V • 50/60Hz

5000K

XLX450VEWTLR9031
31.9W • 4770lm • 149.5lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX440VEDPLA9031
25W • 3740lm • 149.6lm/W
AC 100-242V • 50/60Hz

6500K

XLX440VENPLA9031
25W • 3880lm • 155.2lm/W
AC 100-242V • 50/60Hz

5000K

XLX440VEWPLA9031
25W • 3670lm • 146.8lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

XLX420VEDTLA9031
16.3W • 2360lm • 144.8lm/W
AC 100-242V • 50/60Hz

6500K

XLX420VENTLA9031
16.3W • 2420lm • 148.5lm/W
AC 100-242V • 50/60Hz

5000K

XLX420VEWTLA9031
16.3W • 2300lm • 141.1lm/W
AC 100-242V • 50/60Hz

4000K

CRI 83

CRI 83

CRI 83

120°

Recessed Open W330 Type

Dimmable Dimmable Dimmable Dimmable

Base Light

Base Light

Base Light      iD Series Recessed Open W330 4ft
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Specification

Ambient Temperature : -10°C until 35°C
Power Factor : 0.9

Fixture Body : Steel
Diffuse : Polycarbonate
Driver : Integrated

Dimension

• Clean design that prevents dust from sticking to 
the fixture. While also making it easier to wipe.

• Designed to prevent dust from entering fixture.
• Designed with plastic anti-scaltering cover.
• Less maintenance.
• Built in LED. Built in driver.
• Non Dimmable.
• Body steel plate, high reflecting white powder 

coating.
• Cover acrylic, transparant, antistatic treatment.
• Light bar (cover) polycarbonate, milky white.
• When it used with an UV lamp.
 Please ensure UV rays do not hit the acrylic 

panel. UV rays may shorten lifetime of panel.
• Product with the same model number may have 

different luminous colors or brightness because 
LED have some variations.

800
600

1345

65

26
4

93

Base Light HACCP & Clean Food Series

40.000h

LIFE
TIME IP20

XLW461ZENZLE9031
43.1W • 6260lm • 145.2lm/W
AC 100-242V • 50/60Hz

5000K
CRI 83

120°

XLW441ZENZLE9031
26.7W • 3650lm • 136.7lm/W
AC 100-242V • 50/60Hz

5000K
CRI 83

120°

XLW411ZENZLE9031
13.1W • 1820lm • 138.9lm/W
AC 100-242V • 50/60Hz

5000K
CRI 83

120°
Non Dimmable Non Dimmable Non Dimmable

Suitable for a clean environment required by HACCP such as food factories, schools kitchens.

Industrial Lighting Fixtures for
HACCP Requirement

Base Light

Base Light

Base Light     HACCP & Clean Food Series
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Specification

Power Factor : 0.9
Ambient Temperature : 5°C until 35°C

Fixture Body : Steel With White Painted
Cover : Milky
Driver : Integrated
Dimming : PWM Dim

Dimension

A

A

58
4.

6 

87 

SECTION A-A

582.6 
593.8 

With Louver
A

A

 5
84

.6
 

 87 

SECTION A-A

 582.6 
 593.8 

Without Louver

40.000h

LIFE
TIME IP20

Base Light System Ceiling

NNPAM85002H
43W • 4630lm • 107.7lm/W
AC 100-242V • 50/60Hz

4000K
CRI 80

NNPAM85002HBT
46W • 4630lm • 100.7lm/W
AC 100-242V • 50/60Hz

4000K
CRI 80

NNPAM85102
31.6W • 4080lm • 129.1lm/W
AC 100-242V • 50/60Hz

4000K
CRI 80

With Louver Type

Dimmable Dimmable
Feature Emergency

Non Dimmable

Without Louver Type

100° 100° 100°

Base Light

Base Light

Base Light      System Ceiling
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Specification

Ambient Temperature : 0°C until 40°C
Power Factor : 0.9

Body : Injection PBT Grey
Cover : Injection PC Clear

Tri-Proof Batten Combination :
1. Water Proof : Protection against low pressure
            water from any direction.
2. Dust Proof : Protection against contact (dust tight)
3. Rush Proof : Protection against corrosion.

Dimension
1 lamp 2 lamp

40.000h

LIFE
TIME IP65

LED Tri-Proof Batten

Industrial Light

1 LAMP TYPE

ZNP84941031
JNP85953 Fixture
NNP80904K031 Lamp
12W • 1600lm • 133.3lm/W
AC 220-240V • 50/60Hz

6500K

ZNP84921031
JNP85953 Fixture
NNP80903K031 Lamp
12W • 1600lm • 133.3lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 90

Fixture Type JNP85953

ZNP84940031
JNP85953 Fixture
NNP80905K031 Lamp
16W • 2100lm • 131.3lm/W
AC 220-240V • 50/60Hz

6500K

ZNP84920031
JNP85953 Fixture
NNP80906K031Lamp
16W • 2100lm • 131.3lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

Fixture Type JNP85953

2 LAMPS TYPE

ZNP84943031
JNP86955 Fixture
NNP80904K031 Lamp 2 x
2x12W • 2x1600lm • 133.3lm/W
AC 220-240V • 50/60Hz

6500K

ZNP84923031
NP86955 Fixture
NNP80903K031 Lamp 2 x
2x12W • 2x1600lm • 133.3lm/W
AC 220-242V • 50/60Hz

4000K

CRI 80

CRI 90

Fixture Type JNP86955

ZNP84942031
JNP85953 Fixture
NNP80905K031 Lamp 2 x
2x16W • 2x2100lm • 131.3lm/W
AC 220-240V • 50/60Hz

6500K

ZNP84922031
NP86955 Fixture
NNP80906K031 Lamp 2 x
2x16W • 2x2100lm • 131.3lm/W
AC 220-240V • 50/60Hz

4000K

CRI 80

CRI 80

Fixture Type JNP86955

IK08

1 lamp 2 lamp

Industrial Light

LED Tri-Proof Batten
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Metal Bracket

Mounting on ceiling or wall

53

Dimension

Materials using metal bracket, easy 
replacements and maintenance, easy to 
install. 2 optional for installations (Ceiling 
mounting & Wall mounting).

High quality seamless connector between 
lamp to realize IP65 and the lamps can be 
connected serially up to a maximum of 400W.

Lighting Applications :
Parking area, Warehouse, Factory, Train 
station , Airport, Pedestrian bridge lighting, 
Supermarket, Houspital, School, ect.

Specification

Ambient Temperature : 30°C
Power Factor : 0.9

Body : Polycarbonate
Driver : Integrated

ON/OFF System Type Sensor Type Emergency Type

15 Watt

33 Watt

7868

68

7868

68
1200

600

 6
8 

 101 

 R
28

,50
 

 64 

 3
2 68

97,5

64

R28,5

32

10

Sensor
Emergency

Metal Bracket
(2 pcs)

Lock Bolt
M3.5 x 60
(2 pcs)Lock Nut

M3.5 (2 pcs)

Cable Socket
(1 set)

Bolt For Socket
M3X6 (8 pcs)

Rubber Socket (2 pcs)

Cover Socket (1 pcs)

Seamless Connector
(1 pcs)

Accessories

LED Tri-Proof Batten JPO Series

50.000h

LIFE
TIME IP65

Industrial Light

Base Light

LED Tri-Proof Batten    JPO Series
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50.000h

LIFE
TIME IP65

Industrial Light

LED Tri-Proof Batten JPO Series

ON/OFF Switch System Type

JNPL82750
15W • 1800lm • 120lm/W
AC 220-240V • 50/60Hz

6500K
CRI 80

120°

JNPL86950
33W • 3960lm • 120lm/W
AC 220-240V • 50/60Hz

6500K
CRI 80

120°

Emergency System Type

JNPL82753
15W • 1800lm • 120lm/W
AC 220-240V • 50/60Hz

6500K
CRI 80

120°

JNPL86953
33W • 3960lm • 120lm/W
AC 220-240V • 50/60Hz

6500K
CRI 80

120°

■ The lamp has an emergency feature so that the lamp can turn on automatically 
when there is no electricity. Battery backup time up to 3 hours with 15% 
brightness.

Move Sensor System Type

JNPL82751
15W • 1800lm • 120lm/W
AC 220-240V • 50/60Hz

6500K
CRI 80

120°

JNPL86951
33W • 3960lm • 120lm/W
AC 220-240V • 50/60Hz

6500K
CRI 80

120°

■ Has a microwave sensor controller so that the lights can turn on automatically 
when there is movement around the lights. 

Industrial Light

LED Tri-Proof Batten    JPO Series
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Dimension

The design releasing the LED heat efficiently 
ensures brightness from installation to the 
end of product life time.

Waterproof Highbay light (IP65) for factory, 
warehouse and other high ceiling places.

Specification

Ambient Temperature : -30°C until 50°C
Power Factor : 0.90

Body : Aluminium Die-Cast Black Finish
Hook : Stainless Steel
Panel : Glass and Polycarbonate
Dimming : 0-10V
Motion Sensor

100 Watt

150 Watt

200 Watt

Bracket

LED Highbay UFO Type

50.000h

LIFE
TIME IP65

Industrial Light

NNP48234BR for 100W

NNP48434BR for 150W

NNP48634BR for 200W

Dimming Type

Base Light

LED Highbay    UFO Type
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Industrial Light

LED Highbay UFO Type

NNP48234D
100W • 16000lm • 160lm/W
AC 100-240V • 50/60Hz

6500K

NNP48233D
100W • 16000lm • 160lm/W
AC 100-240V • 50/60Hz

5000K

NNP48232D
100W • 16000lm • 160lm/W
AC 100-240V • 50/60Hz

4000K

CRI 80

CRI 80

CRI 80

NNP48244D
100W • 16000lm • 160lm/W
AC 100-240V • 50/60Hz

6500K

NNP48243D
100W • 16000lm • 160lm/W
AC 100-240V • 50/60Hz

5000K

NNP48242D
100W • 16000lm • 160lm/W
AC 100-240V • 50/60Hz

4000K

CRI 80

CRI 80

CRI 80

NNP48254D
100W • 16000lm • 160lm/W
AC 100-240V • 50/60Hz

6500K

NNP48253D
100W • 16000lm • 160lm/W
AC 100-240V • 50/60Hz

5000K

NNP48252D
100W • 16000lm • 160lm/W
AC 100-240V • 50/60Hz

4000K

CRI 80

CRI 80

CRI 80

110°

100W Type

Dimmable Dimmable Dimmable
60° 90°

NNP48434D
150W • 24000lm • 160lm/W
AC 100-240V • 50/60Hz

6500K

NNP48433D
150W • 24000lm • 160lm/W
AC 100-240V • 50/60Hz

5000K

NNP48432D
150W • 24000lm • 160lm/W
AC 100-240V • 50/60Hz

4000K

CRI 80

CRI 80

CRI 80

NNP48444D
150W • 24000lm • 160lm/W
AC 100-240V • 50/60Hz

6500K

NNP48443D
150W • 24000lm • 160lm/W
AC 100-240V • 50/60Hz

5000K

NNP48442D
150W • 24000lm • 160lm/W
AC 100-240V • 50/60Hz

4000K

CRI 80

CRI 80

CRI 80

NNP48454D
150W • 24000lm • 160lm/W
AC 100-240V • 50/60Hz

6500K

NNP48453D
150W • 24000lm • 160lm/W
AC 100-240V • 50/60Hz

5000K

NNP48452D
150W • 24000lm • 160lm/W
AC 100-240V • 50/60Hz

4000K

CRI 80

CRI 80

CRI 80

110°

150W Type

Dimmable Dimmable Dimmable
60° 90°

NNP48634D
200W • 32000lm • 160lm/W
AC 100-240V • 50/60Hz

6500K

NNP48633D
200W • 32000lm • 160lm/W
AC 100-240V • 50/60Hz

5000K

NNP48632D
200W • 32000lm • 160lm/W
AC 100-240V • 50/60Hz

4000K

CRI 80

CRI80

CRI 80

NNP48644D
200W • 32000lm • 160lm/W
AC 100-240V • 50/60Hz

6500K

NNP48643D
200W • 32000lm • 160lm/W
AC 100-240V • 50/60Hz

5000K

NNP48642D
200W • 32000lm • 160lm/W
AC 100-240V • 50/60Hz

4000K

CRI 80

CRI 80

CRI 80

NNP48654D
200W • 32000lm • 160lm/W
AC 100-240V • 50/60Hz

6500K

NNP48653D
200W • 32000lm • 160lm/W
AC 100-240V • 50/60Hz

5000K

NNP48652D
200W • 32000lm • 160lm/W
AC 100-240V • 50/60Hz

4000K

CRI 80

CRI 80

CRI 80

110°

200W Type

Dimmable Dimmable Dimmable
60° 90°

50.000h

LIFE
TIME IP65

Industrial Light

LED Highbay    JPO Series
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LIGHTING LED Flexible Strip Light
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Dimension

Specification

Tube : Silicon
End cap : Silicon
body length : 5 meter per unit.
Maximum connection 10 meters.

Self adhesive tape

• Remove the paper on the self adhesive tape.
• Stick the self adhesive tape in the place that has been 

determined.

Application

LED Flexible Strip 4.8W/meter & 10W/meter

LED Flexible Strip 14.4W/meter

5010mm

10mm

D
C

24
V

D
C

24
V

D
C

24
V

D
C

24
V

16.7mm360mm

2 core cable

Resistor
5050 high brightness

SMD LED

End Cap
100mm

4.5mm5mm

5010mm

12mm

D
C

24
V

D
C

24
V

D
C

24
V

D
C

24
V

16.7mm360mm

2 core cable

Resistor
5050 high brightness

SMD LED

End Cap
100mm

4.5mm5mm

cutting area

Accessories

2. Fixed Clip (10pcs)1. Glue (1pcs) 3. End-cap (5pcs) 4. Screw (20pcs)

50.000h

LIFE
TIME IP65

Cove & Countour Lighting

LED Flexible Strip Light

Class III

NNP95222
4.8W/meter • 360lm/m
1800lm/5m • 75lm/W • DC 24V 

4000K

NNP95212
4.8W/meter • 360lm/m
1800lm/5m • 75lm/W • DC 24V 

3000K

NNP95202
4.8W/meter • 360lm/m
1800lm/5m • 75lm/W • DC 24V 

2700K

CRI 90

CRI 90

CRI 90

100°

NNP96222
10W/meter • 850lm/m
4250lm/5m • 85lm/W • DC 24V 

4000K

NNP96212
10W/meter • 850lm/m
4250lm/5m • 85lm/W • DC 24V 

3000K

NNP96202
10W/meter • 850lm/m
4250lm/5m • 85lm/W • DC 24V 

2700K

CRI 90

CRI 90

CRI 90

100°

NNP97222
14.4W/meter • 1200m/m
6000lm/5m • 83.3lm/W • DC 24V 

4000K

NNP97212
14.4W/meter • 1200m/m
6000lm/5m • 83.3lm/W • DC 24V 

3000K

NNP97202
14.4W/meter • 1200m/m
6000lm/5m • 83.3lm/W • DC 24V 

2700K

CRI 90

CRI 90

CRI 90

100°

Cove & Countour Lighting

LED Flexible Strip Light
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STREET 
LIGHTING

Solar Light ECO Series

EVO Series

Solar Light PRO Series

Solar Light Split Series
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Integrated LED Solar Street Light    JPO Series
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Specification

Ambient Temperature : 5°C until 40°C
Full Backup Time : 12hr

Body : Painted Aluminum Die-Casting
            & Aluminium Extrution
Body Battery : ABS
Diffuse : Polycarbonate
Driver : Integrated

• Equipped with motion sensors for detection of 
activities around PJU in an effort to increase 
lighting time up to 60 hours.

• Equipped with an automatic dimming system up 
to 6 stages to extend the life of the lamp.

• Equipped with a remote control for lighting 
setting and lamp working modes.

• High Efficacy.
• Used Life PO4 battery and monocrystaline solar 

panel for maximum performance.

FEATURES :

Integrated LED Solar Street Light PRO Series

50.000h

LIFE
TIME IP66

Street Lighting

NSP10440
15W • 2700lm • 180lm/W

5000K
CRI 70

Solar Panel : Mono 80WP
Battery : LiFePO4 295WH 120°

NSP10441
20W • 3600lm • 180lm/W

5000K
CRI 70

Solar Panel : Mono 110WP
Battery : LiFePO4 380WH 120°

NSP10540
30W • 5400lm • 180lm/W

5000K
CRI 70

Solar Panel : Mono 150WP
Battery : LiFePO4 549WH 120°

NSP10541
40W • 7200lm • 180lm/W

5000K
CRI 70

Solar Panel : Mono 150WP
Battery : LiFePO4 591WH 120°

NSP11640
50W • 9000lm • 180lm/W

5000K
CRI 70

Solar Panel : Mono 200WP
Battery : LiFePO4 760WH 120°

NSP11740
60W • 10.800lm • 180lm/W

5000K
CRI 70

Solar Panel : Mono 210WP
Battery : LiFePO4 929WH 120°

Street Lighting

Integrated LED Solar Street Light   PRO Series
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Specification

Ambient Temperature : 5°C until 40°C
Full Backup Time : 12hr

Body : Painted Aluminum Die-Casting
            & Aluminium Extrution
Body Battery : ABS
Diffuse : Polycarbonate
Driver : Integrated

• Equipped with motion sensors for detection of 
activities around PJU in an effort to increase 
lighting time up to 60 hours.

• Equipped with an automatic dimming system up 
to 6 stages to extend the life of the lamp.

• Equipped with a remote control for lighting 
setting and lamp working modes.

• High Efficacy.
• Used Life PO4 battery and monocrystaline solar 

panel for maximum performance.

FEATURES :

Street Lighting

LED Solar Road Light Split Series

50.000h

LIFE
TIME IP66

NSP22649
40W • 6000lm • 150lm/W

5000K
CRI 70

Solar Panel : Mono 150WP
Battery : LiFePO4 537WH 120°

NSP22630
60W • 9000lm • 150lm/W

5000K
CRI 70

Solar Panel : Mono 200WP
Battery : LiFePO4 768WH 120°

NSP22651
80W • 14400lm • 180lm/W

5000K
CRI 70

Solar Panel : Mono 280WP
Battery : LiFePO4 1228WH 120°

NSP22650
70W • 12600lm • 180lm/W

5000K
CRI 70

Solar Panel : Mono 250WP
Battery : LiFePO4 1075WH 120°

NSP22652
90W • 16200lm • 180lm/W

5000K
CRI 70

Solar Panel : Mono 320WP
Battery : LiFePO4 1382WH 120°

NSP22653
100W • 18000lm • 180lm/W

5000K
CRI 70

Solar Panel : Mono 380WP
Battery : LiFePO4 1536WH 120°

Street Lighting

LED Solar Road Light    Split Series
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LED Street Light EVO Series

Street Lighting

50.000h

LIFE
TIME IP66IK08

Street Lighting

LED Street Light   EVO Series
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Specification

Ambient Temperature : 5°C until 40°C

Body : Painted Aluminum Die-Casting
Diffuse : Polycarbonate
Driver : Integrated

FEATURES :

• Built-in automatic dimming functions (in 5 
step dimming).

• Adjustable Spigot Adapter   
To adjust post top and light angle.

• Uplight Shield    
Integrated uplight shield in the housing 
effectively reduces uplight & Cover lens 
IK08.

• Weeping Holes    
Additional weeping holes to avoid water 
accumulation.

Adjustable
spigot adapter

Weeping
holes

50.000h

LIFE
TIME IP66

Street Lighting

LED Street Light EVO Series

NNP11740GL
40W • 5200lm • 130lm/W
AC 100-240V • 50/60Hz

5000K
CRI 70

120°
Dimmable

NNP11742GL
60W • 7800lm • 130lm/W
AC 100-240V • 50/60Hz

5000K
CRI 70

120°
Dimmable

NNP11743GL
90W • 11700lm • 130lm/W
AC 100-240V • 50/60Hz

5000K
CRI 70

120°
Dimmable

NNP12744GL
120W • 15600lm • 130lm/W
AC 100-240V • 50/60Hz

5000K
CRI 70

120°
Dimmable

NNP14745GL
150W • 19500lm • 130lm/W
AC 100-240V • 50/60Hz

5000K
CRI 70

120°
Dimmable

IK08

Street Lighting

LED Street Light   EVO Series
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Stadium Lighting

Flood Light G-Typ

Flood Light A Series

Flood Light C Series

Flood Light Anti Chlorine
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Specification

Ambient Temperature : -20°C until 35°C

Body : Painted Aluminum Die-Casting
Diffuse : Polycarbonate
Driver : Integrated
Arm : Steel (Hot-Dip Galvanize)
Handle : Stainless Steel
Dimming : PWM

Dimension

Hole Ø18 for installation
Hole Ø18 for installation

Hole Ø18 for installation

40.000h

LIFE
TIME IP53

Flood Light

LED Flood Light High Lumen Stadium Light

Application

NYS12817LD2031
749W • 106400lm • 142lm/W
AC 200-242V • 50/60Hz • 3 Cassette Module

5000K

NYS12717LD2031
707W • 101000lm • 142.8lm/W
AC 200-242V • 50/60Hz • 3 Cassette Module

5000K

NYS12517LD2031
442W • 63200lm • 142.9lm/W
AC 200-242V • 50/60Hz • 2 Cassette Module

5000K

NYS12317LD2031
251W • 35800lm • 142.6lm/W
AC 200-242V • 50/60Hz • 1 Cassette Module

5000K

CRI 70

CRI 70

CRI 70

CRI 70

Dimmable
24°

Narrow Type

NYS12827LD2031
813W • 117300lm • 144.2lm/W
AC 200-242V • 50/60Hz • 3 Cassette Module

5000K

NYS12727LD2031
710W • 106000lm • 149.2lm/W
AC 200-242V • 50/60Hz • 3 Cassette Module

5000K

NYS12527LD2031
462W • 68900lm • 149.1lm/W
AC 200-242V • 50/60Hz • 2 Cassette Module

5000K

CRI 70

CRI 70

CRI 70

Dimmable

Middle N Type

37°

NYS12837LD2031
803W • 120000lm • 149.4lm/W
AC 200-242V • 50/60Hz • 3 Cassette Module

5000K

NYS12737LD2031
706W • 106700lm • 151.1lm/W
AC 200-242V • 50/60Hz • 3 Cassette Module

5000K

NYS12537LD2031
432W • 68000lm • 147.4lm/W
AC 200-242V • 50/60Hz • 2 Cassette Module

5000K

NYS12337LD2031
267W • 40400lm • 151.3lm/W
AC 200-242V • 50/60Hz • 1 Cassette Module

5000K

CRI 70

CRI 70

CRI 70

CRI 70

Dimmable

Middle M Type

53°

NYS12847LD2031
793W • 122300lm • 154.2lm/W
AC 200-242V • 50/60Hz • 3 Cassette Module

5000K

NYS12747LD2031
661W • 103400lm • 156.4lm/W
AC 200-242V • 50/60Hz • 3 Cassette Module

5000K

NYS12547LD2031
410W • 65500lm • 159.8lm/W
AC 200-242V • 50/60Hz • 2 Cassette Module

5000K

NYS12347LD2031
264W • 41000lm • 155.3lm/W
AC 200-242V • 50/60Hz • 1 Cassette Module

5000K

CRI 70

CRI 70

CRI 70

CRI 70

Dimmable

Wide Type

65°

3 Module2 Module1 Module

3 Module2 Module1 Module

Flood Light

LED Flood Light    Split Series
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Specification

Ambient Temperature : -40°C until 50°C
Power Factor : 0.9

Body : Aluminum Die-Casting
Diffuse : Polycarbonate
Driver : Integrated

Dimension

LED Flood Light A Series

50.000h

LIFE
TIME IP65

Flood Light

NNP19940031
120W • 15600lm • 130lm/W
AC 100-240V • 50/60Hz

4000K
CRI 70

60°

NNP19941031
200W • 26000lm • 130lm/W
AC 100-240V • 50/60Hz

4000K
CRI 70

60°

Application

Flood Light

LED Flood Light   A Series
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Specification

Ambient Temperature : -35°C until 40°C
Power Factor : 0.95

Body : Aluminium Die Cast
Diffuse : Polycarbonate
Dimming : 0-10V

Dimension

222
180

41
0 34

0

250
218

41
0 34

0

41
0 34

0

320
288

41
0 34

0

390
358

50.000h

LIFE
TIME IP66

LED Flood Light C Series

Flood Light

NNP31930K031
60W • 7200lm • 120lm/W
AC 100-240V • 50/60Hz

5000K

NNP31940K031
60W • 7200lm • 120lm/W
AC 100-240V • 50/60Hz

4000K

NNP31910K031
60W • 7200lm • 120lm/W
AC 100-240V • 50/60Hz

3000K

CRI 70

CRI 70

CRI 70

60°
Dimmable

NNP33932K031
120W • 14400lm • 120lm/W
AC 100-240V • 50/60Hz

5000K

NNP33942K031
120W • 14400lm • 120lm/W
AC 100-240V • 50/60Hz

4000K

NNP33912K031
120W • 14400lm • 120lm/W
AC 100-240V • 50/60Hz

3000K

CRI 70

CRI 70

CRI 70

60°
Dimmable

NNP34935K031
180W • 21600lm • 120lm/W
AC 100-240V • 50/60Hz

5000K

NNP34945K031
180W • 21600lm • 120lm/W
AC 100-240V • 50/60Hz

4000K

NNP34915K031
180W • 21600lm • 120lm/W
AC 100-240V • 50/60Hz

3000K

CRI 70

CRI 70

CRI 70

60°
Dimmable

NNP35939K031
240W • 28800lm • 120lm/W
AC 100-240V • 50/60Hz

5000K

NNP35949K031
240W • 28800lm • 120lm/W
AC 100-240V • 50/60Hz

4000K

NNP35919K031
240W • 28800lm • 120lm/W
AC 100-240V • 50/60Hz

3000K

CRI 70

CRI 70

CRI 70

60°
Dimmable

60W 120W 180W 240W

60W 120W 180W 240W

Flood Light

LED Flood Light    C Series
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Specification

Ambient Temperature : -10°C until 35°C

Body : Steel
Diffuse : Polycarbonate
Driver : Integrated
Dimming : PWM Dim

Dimension

• High lumen Flood Light is equivalent to 
250-1000 multi halogen lamp.

• This High Lumen Flood Light type anti 
chlorine can be use for small to large pools.

• Equipped with an initial lighting correction 
fuction and a dimming function that can be 
adjusted to the brightness needed in 
combination with a compatible dinner.

 (About 10 to 85%), already use IP65.

FEATURES :

LED Flood Light High Lumen Salt Resistance

40.000h

LIFE
TIME IP65

Flood Light

Flood Light

LED Flood Light   High Lumen Salt Resistance
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40.000h

LIFE
TIME IP65

LED Flood Light High Lumen Salt Resistance

Flood Light

NONY24735LA9031
154W • 21000lm • 136lm/W
AC 100-242V • 50/60Hz

5000K
CRI 70

Dimmable

1 Lamp Type

60°

NONY24736LA9031
154W • 21000lm • 136lm/W
AC 100-242V • 50/60Hz

5000K
CRI 70

Dimmable
100°

NONY24737LA9031
154W • 19600lm • 127lm/W
AC 100-242V • 50/60Hz

5000K
CRI 70

Dimmable
100°118°

NONY24740LA2031
320W • 42400lm • 132.5lm/W
AC 100-242V • 50/60Hz

5000K
CRI 70

Dimmable

2 Lamps Type

60°

NONY24741LA2031
320W • 43400lm • 135.6lm/W
AC 100-242V • 50/60Hz

5000K
CRI 70

Dimmable
100°

NONY24742LA2031
320W • 39600lm • 127.7lm/W
AC 100-242V • 50/60Hz

5000K
CRI 70

Dimmable
100°118°

Flood Light

LED Flood Light    High Lumen Salt Resistance
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LED Pixel Light

LED Step Light

LED Flood Light

LED Bollard Light

LED Wallwasher

LED Inground
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NNP335701GL

Accessories (Not Include Purchase)

3. Steel Roop Base

5. Aluminium Track
 (Optional)

2. Dome1. LED Mesh Screen
 Fixing  Part

4. Aluminium Track
 (Optional)

6. Kabel Flat 7. Steel Roop 8. Shrink Tube

9. T-Connector 10. Female Connector 11. End Cap

Specification

Ambient Temperature : -40°C until 55°C

Body : Modified PVC
            Fire retardant materialn V-0

• Can change color according to consumer request, with adjustable 
color change for delay time.

• Can be immersed in water with a depth of 1.5-2 meters.
• Can be controlled with DMX Controller option : Master type 

NNP334700XS combined with Data Distributor NNP334700DMX or 
using Master include Data Distributor NNP334700XSD.

• Using a separate drive with lights that are tailored to the power 
requitments of the installed light.

FEATURES :

IP

DC 12V

NNP96970
NNP96972
NNP96978
NNP96974
NNP96976

60W
100W
150W
200W
300W

67

IP
NNP96971
NNP96973
NNP96979
NNP96975
NNP96977

60W
100W
150W
200W
300W

67

Driver refer to page 78

50.000h

LIFE
TIME

LED Pixel Light 3-in-1 Series

Decorative Lighting

NNP334700GL
0.72W • 18lm
DC 12V

RGB

Controller
DMX512 (Digital Multilpex) 110°

NNP335701GL
4.32W • 85lm
DC 24V

RGB

Controller
DMX512 (Digital Multilpex) 130°

NNP336700GL
0.72W • 16lm
DC 12V

RGB

Controller 
SPI (Serial Peripheral Interface) 130°

NNP334700GL NNP335701GL NNP336700GL

IP67

Decorative Lighting

LED Pixel Light    3-in-1 Series
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Decorative Lighting

Specification

Ambient Temperature : -25°C until 50°C

Body : Painted Aluminum Die-Casting

Dimension

Application

50.000h

LIFE
TIME IP66

LED Flood Light RGBW Color & Mono Color

NNP30650GL
10W • 850lm • 85lm/W
AC 100-240V • 50/60Hz

4000K
CRI 80

System ON-OFF

Mono Color Type

14°

NNP31650GL
20W • 1700lm • 85lm/W
AC 100-240V • 50/60Hz

4000K
CRI 80

System ON-OFF
30°

NNP32650GL
30W • 2550lm • 85lm/W
AC 100-240V • 50/60Hz

4000K
CRI 80

System ON-OFF
30°

NNP33650GL
60W • 5100lm • 85lm/W
AC 100-240V • 50/60Hz

4000K
CRI 80

System ON-OFF
30°

NNP33651GL
75W • 6375lm • 85lm/W
AC 100-240V • 50/60Hz

4000K
CRI 80

System ON-OFF
30°

NNP34650GL
120W • 10200lm • 85lm/W
AC 100-240V • 50/60Hz

4000K
CRI 80

System ON-OFF
30°

NNP30850GL
8W • 360lm
DC 24V

Comtroller
DMX512 (Digital Multipex)

RGBW Color Type

14°

RGBW
NNP31850GL
20W • 900lm
DC 24V

Comtroller
DMX512 (Digital Multipex) 30°

RGBW

NNP32850GL
30W • 1350lm 
AC 100-240V • 50/60Hz

RGBW

Comtroller
DMX512 (Digital Multipex) 30°

NNP33851GL
45W • 2025lm
AC 100-240V • 50/60Hz

RGBW

Comtroller
DMX512 (Digital Multipex) 30°

NNP33850GL
60W • 2700lm
AC 100-240V • 50/60Hz

RGBW

Comtroller
DMX512 (Digital Multipex) 30°

NNP34851GL
75W • 3375lm
AC 100-240V • 50/60Hz

RGBW

Comtroller
DMX512 (Digital Multipex) 30°

NNP34850GL
100W • 4500lm
AC 100-240V • 50/60Hz

RGBW

Comtroller
DMX512 (Digital Multipex) 30°

NNP35850GL
200W • 9000lm
AC 100-240V • 50/60Hz

RGBW

Comtroller
DMX512 (Digital Multipex) 30°

IP
NNP96971
NNP96973
NNP96979
NNP96975
NNP96977

60W
100W
150W
200W
300W

67

Driver refer to page 78

Decorative Light

LED Flood Light   RGBW Color & Mono Color
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Specification

Ambient Temperature : -25°C until 50°C

Body : Painted Aluminum Die-Casting

Dimension

Application

T - Connector

Accessories

IP
NNP96971
NNP96973
NNP96979
NNP96975
NNP96977

60W
100W
150W
200W
300W

67

Driver refer to page 78

50.000h

LIFE
TIME IP66

LED Wallwasher RGBW Color & Mono Color

Decorative Lighting

NNP90300GL
18W • 1530lm • 85lm/W
DC 24V

4000K
CRI 80

System ON-OFF

Mono Color Type

30°

NNP91300GL
24W • 2040lm • 85lm/W
DC 24V

4000K
CRI 80

System ON-OFF
30°

NNP92300GL
36W • 3060lm • 85lm/W
DC 24V

4000K
CRI 80

System ON-OFF
30°

RGBW Color Type

NNP92400GL
36W • 1260lm
DC 24V • IC Address 3pcs/lamp

Comtroller
DMX512 (Digital Multipex) 30°

RGBW
NNP93400GL
48W • 1680lm 
DC 24V • IC Address 4pcs/lamp

RGBW

Comtroller
DMX512 (Digital Multipex) 30°

Decorative Lighting

LED Wallwasher    RGBW Color & Mono Color
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Outline RGB & Mono ColorDecorative Lighting
IP65

Specification

Body : Aluminum Die Casting

Life Time : 50.000hr
Input Voltage : DC24V
CRI : 80 (Mono Color)
Ambient Temperature : -25°C until 50°C

Application

4000K

Beam Angle

NNP90100GL - NNP91100GL -

- NNP90200GL - NNP91200GL

ON-OFF

Clear Cover Clear Cover Milky Cover Milky Cover

System

Wattage

-

-

DMX512 (Digital Mutiplex)

ON-OFF

-

-

DMX512 (Digital Mutiplex)

10W 10W 10W 10W

Controller

RGB

600lm

200lm

600lm

200lm

Dimension

1000

 3
5.

9 

 2
4  22

 433.3

Clear Cover

Milky Cover
 1000

22

43

3849
.9

 

3.3
 

Clear Cover

Milky Cover

Input Voltage Model Number Wattage PF IP
NNP96971 60W
NNP96973 100W
NNP96979 150W
NNP96975 200W
NNP96977 300W

DC 24V >90 IP67

Driver

Decorative Light

Decorative Lighting  Outline RGB & Mono Color
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IP68

Specification

Body : Modified PVC
             Fire retardant material V-0

Features

Life Time : 50.000hr
Temp. Ambient : -40°C until 55°C

NNP90930GL

Wattage

NNP90931GL NNP90932GL NNP90933GL NNP90940GL

RGB

LED Flexible Strip Light RGBDecorative Lighting

F
969 6
969 1
969 1
969
969 6

F
969 1 6
969 1
969 9 1
969
969

1 >9 6

>9 6

Driver

Decorative Lighting

Decorative Lighting    LED Flexible Strip Light RGB
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Specification

Body : Aluminum Die Casting

Application

Life Time  : 50.000hr
Input Voltage  : DC 24V
Ambient Temperature : -25°C until 50°C

Beam Angle

Mounting MountingType

Wattage

Mounting Recessed

RGB

Dimension

7W 10W 16W 7W

Recessed Recessed

10W 16W

NNP30375GL
280lm - 6 LED Chips

NNP30374GL
400lm - 9 LED Chips

NNP30373GL
640lm - 9 LED Chips

NNP30367GL
280lm - 6 LED Chips

NNP30366GL
400lm - 9 LED Chips

NNP30365GL
640lm - 9 LED Chips

32
39

Mounting (6 LED Chips)
7 Watt

Mounting (9 LED Chips)
10 & 16 Watt

Recessed (6 LED Chips)
7 Watt

Recessed (9 LED Chips)
10 & 16 Watt

93

LED Underwater RGB SeriesDecorative Lighting

Input Voltage Model Number Wattage PF IP
NNP96971 60W
NNP96973 100W
NNP96979 150W
NNP96975 200W
NNP96977 300W

DC 24V >90 IP67

Driver

Decorative Light

Decorative Lighting    LED Underwater RGB Series
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Specification

Ambient Temperature : -25°C until 50°C

Body : Alluminium Aloy Molding

Dimension

Application

Decorative Lighting

50.000h

LIFE
TIME IP67

LED Inground Light RGBW Color & Mono Color

NNP30350GL
1.5W • 125lm • 83lm/W
DC 24V

4000K
CRI 80

System ON-OFF

Mono Color Type

30°

NNP31350GL
16W • 1360lm • 85lm/W
AC 100-240V • 50/60Hz

4000K
CRI 80

System ON-OFF
30°

NNP32350GL
40W • 3400lm • 85lm/W
AC 100-240V • 50/60Hz

4000K
CRI 80

System ON-OFF
30°

NNP33350GL
60W • 5100lm • 85lm/W
AC 100-240V • 50/60Hz

4000K
CRI 80

System ON-OFF
30°

NNP30360GL
1.5W • 75lm • 50lm/W
DC 24V

Comtroller
DMX512 (Digital Multipex)

RGB Color Type

RGB

30°

NNP31360GL
16W • 800lm • 50lm/W
DC 24V

RGB

Comtroller
DMX512 (Digital Multipex) 30°

NNP32360GL
40W • 2000lm • 50lm/W
AC 100-240V • 50/60Hz

Comtroller
DMX512 (Digital Multipex)

RGBW Color Type

RGBW

30°

NNP33360GL
60W • 3000lm • 50lm/W
AC 100-240V • 50/60Hz

Comtroller
DMX512 (Digital Multipex) 30°

RGBW

NNP34360GL
100W • 5000lm • 50lm/W
AC 100-240V • 50/60Hz

RGBW

Comtroller
DMX512 (Digital Multipex) 30°

Decorative Lighting

LED Inground Light    RGBW Color & Mono Color
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Dimension

85 ±3 53 ±3

85
 ±

3

30.000h

LIFE
TIME IP65

LED Step Light

Decorative Lighting

NNP80050031
3W • 110lm • 36.7lm/W
AC 220-240V • 50/60Hz

6500K
CRI 80

15°

NNP80010031
3W • 110lm • 36.7lm/W
AC 220-240V • 50/60Hz

3000K
CRI 80

NNP81010031
5W • 200lm • 40lm/W
AC 220-240V • 50/60Hz

3000K
CRI 80

NNP81050031
5W • 200lm • 40lm/W
AC 220-240V • 50/60Hz

6500K
CRI 80

15°

Square Type

NNP81650
5W • 200lm • 40lm/W
AC 220-240V • 50/60Hz

3000K
CRI 80

NNP81610
5W • 200lm • 40lm/W
AC 220-240V • 50/60Hz

6500K
CRI 80

15°

Rectangular Type

Specification

Ambient Temperature : -25°C until 50°C

Body : Alluminium Aloy Molding

Square Type Rectangular Type

 255 

 7
6  7
6

 7
0 

 4  53

Decorative Light

LED Step Light
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Dimension

Application

Top View

Bottom View

Front View

Decorative Lighting

50.000h

LIFE
TIME IP65

LED Bollard

Specification

Ambient Temperature : 5°C until 35°C
Power Factor : 0,9

Body : Alluminium Aloy Molding
Driver : Integrated

NNP42012
10W • 550lm • 55lm/W
AC 220-240V • 50/60Hz

5000K

NNP42011
10W • 550lm • 55lm/W
AC 220-240V • 50/60Hz

4000K

NNP42010
10W • 550lm • 55lm/W
AC 220-240V • 50/60Hz

3000K

CRI 70

CRI 70

CRI 70

180°
System ON/OFF

Decorative Lighting

LED Bollard
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Decorative Lighting

Dimension Specification

Ambient Temperature : 30°C
Power Factor : 0.9

Body : Aluminium Extrution

Recomended for LED Flexible Strip Light, LED  
Panel Light, LED Neon Flex, LED Wallwasher, 
LED Spot Light, LED Inground, LED Flood 
Light, LED MR16, LED Pixel Light.

NNP96970 & NNP96971

(V+) BROWN
(V-)  BLUE

OUTPUT
(VDE H05RN-F 2*1.0mm² Ø6.8)

AC/L(BROWN)
AC/N(BLUE)
GND/(YELLOW/GREEN) 

INPUT
(VDE H05RN-F 3*1.0mm² Ø7.2)

150 230

50

650

50
36.5

67
.5Tc

36.5
67

.5

(V+) BROWN
(V-)  BLUE

OUTPUT
(VDE H07RN-F 2C*1.5mm² Ø9.4)

AC/L(BROWN)
AC/N(BLUE)
GND/(YELLOW/GREEN) 

INPUT
(VDE H05RN-F 3C*1.0mm² Ø7.2)

145 230

50

650

50

NNP96972 & NNP96973

39.5

67
.5

Tc

(V+) BROWN
(V-)  BLUE

OUTPUT
(VDE H07RN-F 2*1.5mm² Ø6.8)

AC/L(BROWN)
AC/N(BLUE)
GND/(YELLOW/GREEN) 

INPUT
(VDE H05RN-F 3*1.0mm² Ø7.2)

199 230

50

650

50

NNP96974, NNP96975, NNP96978 & NNP96979

Tc

42

80

(V+) BROWN
(V-)  BLUE

OUTPUT
(VDE H07RN-F 2C*1.5mm² Ø9.4)

AC/L(BROWN)
AC/N(BLUE)
GND/(YELLOW/GREEN) 

INPUT
(VDE H05RN-F 3C*1.0mm² Ø7.2)

200 230

50

650

50

NNP96976 & NNP96977

NNP96970
60W • 5A
AC 220-240V • 50/60Hz

NNP96972
100W • 8.4A
AC 220-240V • 50/60Hz

NNP96978
150W • 12.5A
AC 220-240V • 50/60Hz

NNP96974
180W • 12.5A
AC 220-240V • 50/60Hz

NNP96976
300W • 25A
AC 220-240V • 50/60Hz

Constant Voltage Driver DC12V

NNP96971
76W • 3.17A
AC 220-240V • 50/60Hz

NNP96973
100W • 4.2A
AC 220-240V • 50/60Hz

NNP96979
150W • 6.25A
AC 220-240V • 50/60Hz

NNP96975
200W • 8.33A
AC 220-240V • 50/60Hz

NNP96977
350W • 16.6A
AC 220-240V • 50/60Hz

IP67

Constant Voltage Driver

Constant Voltage Driver DC24V

Decorative Light

Constant Voltage Driver
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NNPAM

NONY

NSP

NNP

JNP

79

JNP85953

JNP86955

JNPL82750

JNPL82751

JNPL82753

JNPL86950

JNPL86951

JNPL86953

NNP03011031

NNP03012031

NNP03013031

NNP03014031

NNP03015031

NNP03021031

NNP03022031

NNP03023031

NNP03024031

NNP03025031

NNP03026031

NNP03111031

NNP04111031

NNP04112031

NNP04113031

NNP04114031

NNP04115031

NNP04121031

NNP04122031
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NNP04411031

NNP11740GL

NNP11742GL
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NNP12744GL

NNP14745GL

NNP19940031
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NNP22912031

NNP22922031

NNP22932031
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NNP23290K031

NNP23291K031

NNP23292K031

NNP23293K031

NNP23294K031

NNP24912031

NNP24922031

NNP24932031

NNP24942031

NNP30350GL
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XND5568SLLJ9031

XND5568SNLJ9031

XND5568SVLJ9031

XND5568SWLJ9031

XND5588SLLJ9031

XND5588SNLJ9031

XND5588SVLJ9031

XND5588SWLJ9031

XND7568SLLJ9031

XND7568SNLJ9031

XND7568SVLJ9031

XND7568SWLJ9031

XND7588SLLJ9031

XND7588SNLJ9031

XND7588SVLJ9031

XND7588SWLJ9031

XNP84920031

XNP84921031

XNP84922031

XNP84923031

XNP84924031

XNP84925031

XNP84926031

XNP84927031

XNP84928031

XNP84929031

XNP84940031

XNP84941031

XNP84942031

XNP84943031

XNP84944031

XNP84945031

XNP84946031

XNP84947031

45

45

45

45

47

47

47

47

47

47

24

24

24

24

24

24

24

24

24

24

24

24

24

24

24

24

24

24

24

24

24

24

24

24

33

33

33

33

34

34

34

34

32

32

33

33

33

33

34

34

34

34

XNP84948031

XNP84949031

XNTS51411DLJ9031

XNTS51411TLJ9031

XNTS51412DLJ9031

XNTS51412TLJ9031

XNTS51413DLJ9031

XNTS51413TLJ9031

XNTS51431DLJ9031

XNTS51431TLJ9031

XNTS51432DLJ9031

XNTS51432TLJ9031

XNTS51433DLJ9031

XNTS51433TLJ9031

XNTS52461DLJ9031

XNTS52461TLJ9031

XNTS52462DLJ9031

XNTS52462TLJ9031

XNTS52463DLJ9031

XNTS52463TLJ9031

XNTS52481DLJ9031

XNTS52481TLJ9031

XNTS52482DLJ9031

XNTS52482TLJ9031

XNTS52483DLJ9031

XNTS52483TLJ9031

XNTS62001B101031

XNTS62001B151031

XNTS62001B201031

XNTS62001W101031

XNTS62001W151031

XNTS62001W201031

XNTS62002B101031

XNTS62002B151031

XNTS62002B201031

XNTS62002W101031

XNTS62002W151031

XNTS62002W201031

XNTS62003B101031

XNTS62003B151031

XNTS62003B201031

XNTS62003W101031

XNTS62003W151031

XNTS62003W201031

XNTS62006W101031

XNTS62006W151031

XNTS62006W201031

XNTS62007W101031

XNTS62007W151031

XNTS62007W201031

XNTS62008W101031

XNTS62008W151031

XNTS62008W201031

XNTS62511B200031

32

32

19

19

19

19

19

19

19

19

19

19

19

19

19

19

19

19

19

19

19

19

19

19

19

19

26

26

26

26

26

26

26

26

26

26

26

26

26

26

26

26

26

26

26

26

26

26

26

26

26

26

26

26

XNTS

XNP

Item No. PageItem No. Page Item No. Page Item No. Page

Index Product Number

Index Product Number ecorative Light
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P
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J

E
C

T

ZNP
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XNTS62511W200031

XNTS62512B200031

XNTS62512W200031

XNTS62513B200031

XNTS62513W200031

XNTS62516W200031

XNTS62517W200031

XNTS62518W200031

XNW1061WLLE9031

XNW1061WNLE9031

XNW1061WVLE9031

XNW1061WWLE9031

XNW1561WLLE9031

XNW1561WNLE9031

XNW1561WVLE9031

XNW1561WWLE9031

XNW2061WLLE9031

XNW2061WNLE9031

XNW2061WVLE9031

XNW2061WWLE9031

YNP9010BL

YNP9010WH

ZNP84920031

ZNP84921031

ZNP84922031

ZNP84923031

ZNP84940031

ZNP84941031

ZNP84942031

ZNP84943031

Item No. Page

26

26

26

26

26

26

26

26

27

27

27

27

27

27

27

27

27

27

27

27

29

29

52

52

52

52

52

52

52

52

XNW

YNP

XNTS

Index Product Number

Index Product Number
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Precausions on Using LED Base Lighting
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